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1 List of revisions  

 

Rev. No. Date Amended by  Section  Reason for the change  

001 07.10.2025 Fitz 5.5.1 / Tab.22 Row No.6 added 

001 07.10.2025 Fitz 7.6.2 / Tab.24 Row No.6 added 
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2 Information on the operating instructions  

2.1 General information  

Product   

Designation  Specification  

Device designation Compact High Pressure Metering Pump 

(HPLC) 

Model/Type WADose-LITE-HP 

Tab. 2: Product information 

 

Manufacturer   

Designation  Specification  

Enterprise FLUSYS GmbH 

Street, No. Heinrich-Krumm-Straße 8 

Zip Code City 63073 Offenbach 

Telephone +49 69 450 916-500 

Tab. 3:Manufacturerôs  information 

 

 Authorised representative   

Designation  Specification  

Name FLUSYS GmbH 

Street, No. Heinrich-Krumm-Straße 8 

Zip Code City 63073 Offenbach 

Telephone +49 69 450 916-500 

Tab. 4: Authorised representative for documentation 
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2.2 Purpose of the manual  

The operating instructions provide important information for the safe and efficient use of the device. They are an integral 

part of the device and must be kept in its immediate vicinity, accessible at all times to personnel working with it. 

Compliance with all specified safety instructions and operating instructions is a prerequisite for safe working with the device. 

Personnel must therefore read and understand these operating instructions carefully before starting any work. 

In addition, the local accident prevention regulations and general safety regulations applicable at the place of use of the 

device must be observed. 

Illustrations in this manual are for basic understanding and may differ from the actual design of the device. No claims can 

be derived from this. 

2.3 Symbols , abbreviations, terms  

In this document, characters, abbreviations and technical terms are used with the following meanings: 

 

Ą See under 

Ʒ Enumeration 

ï List 

1 Position number 

1.  Action step 

BA Operating instructions 

PSA Personal protective equipment 

Text in italics Explanations of facts 
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2.4 Explanation of symbols  

Warnings and safety instructions  Warnings and safety instructions in the instructions are marked by 

pictograms and highlighted in a block highlighted in grey. 

Warnings and safety notices that draw attention to fundamental dangers 

are also introduced with signal words that express the extent of the 

damage. These are structured as follows: 

 SIGNAL WORD!  

Origin of the danger.  

Consequences of ignoring the danger. 

­ Instructions on how to avoid the danger. 

 

 Warning and safety instructions embedded in individual steps of action, 

which describe a danger or cause of property damage that directly exists 

during the activity, are structured as follows: 

 

 

TYPE AND SOURCE OF DANGER TO PERSONS!  

­ Requirements to avoid the hazard. 

   

 

 

TYPE AND CAUSE OF POSSIBLE PROPERTY 
DAMAGE!  

­ Damage prevention requirements 

   

 ¤ Strictly comply with all warnings and safety instructions! 

¤ Always act prudently when working to avoid accidents, personal 
injury and property damage! 

 The pictograms in connection with the signal words mean: 

 

DANGER!  

é indicates an imminent danger that will lead to death or serious 
injury if not avoided.  

  

 

WARNING!  

é points out a possible dangerous situation that can cause death 
or serious injury if not avoided.  

  

 

CAUTION!  

é points out a potentially dangerous situation that can lead to 
minor injuries if not avoided.  

  

 

ATTENTION! 

é points out a potentially dangerous situation that could lead to 
property damage if not avoided.  
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Tips and recommendations   

 

HINT! 

é highlights tips and recommendations as well as information for 

efficient and trouble-free operation. 

Special safety instructions  The following pictograms are used in conjunction with safety instructions 

to indicate special hazards: 

 

... indicates hazards due to electric current. 

Failure to observe the safety instructions may result in serious or fatal 
injury. 

  

 

... indicates hazards due to hot surfaces. 

Failure to observe the safety instructions may result in burns and 
serious skin injuries due to heat. 

  

 

2.5 Limitation  of liability  

All information and information in this manual has been compiled taking into account applicable standards and regulations, 

the state of the art and our many years of knowledge and experience. 

The manufacturer assumes no liability for damage due to: 

¤ Failure to follow the instructions 

¤ Non-intended use 

¤ Use of untrained and uninstructed personnel 

¤ Unauthorized conversions 

¤ Technical changes 

¤ Use of non-approved spare parts 

The actual scope of delivery may differ from the explanations and illustrations described here in the case of special designs, 

the use of additional order options or due to the latest technical changes. 

The obligations agreed in the supply contract, the general terms and conditions as well as the manufacturer's terms of 

delivery and the legal regulations valid at the time of conclusion of the contract apply. 

We reserve the right to make technical changes in the context of improving the performance properties and further 

development. 

 

2.6 Customer service  

For technical information, please contact our customer service. 

Information about the regionally responsible contact person can be obtained by telephone and can be accessed at any 

time by e-mail or via the Internet. 

In addition, our employees are constantly interested in new information and experiences that come from the application 

and can be valuable for the improvement of our products. 
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2.7 EC-Declaration  of conformity  

within the meaning of the Machinery Directive 2006/42/EC, Appendix. II 1. A 

Original  

 

Manufacturer  Name FLUSYS GmbH 

 Street, No. Heinrich-Krumm-Straße 8 

 Zip Code, City 63073 Offenbach 

   

Product  Designation Compact High Pressure Metering Pump (HPLC)  

 Type WADose-LITE-HP 

 Type Keys See type plate 

 Serial number See type plate 

   

Explanation  It is expressly stated that the device complies with all relevant provisions of the 
following EC directives or regulations:  

¤ 2006/42/EC 

Directive 2006/42/EC of the European Parliament and of the Council of 17 May 
2006 on machinery and amending Directive 95/16/EC (recast) Published in L 
157/24 of 09.06.2006  

¤ 2014/35/EU 

Directive 2014/35/EU of the European Parliament and of the Council of 26 
February 2014 on the harmonisation of the laws of the Member States relating to 
the making available on the market of electrical equipment for use within certain 
voltage limits)  
Published in 2014/L 96/357 of 29.03.2014 

¤ 2014/30/EU 

Directive 2014/30/EU of the European Parliament and of the Council of 26 
February 2014 on the harmonisation of the laws of the Member States relating to 
electromagnetic compatibility (recast) 
Published in 2014/L 96/309 of 29.03.2014 

¤ 2014/68/EU 

Directive 2014/68/EU of the European Parliament and of the Council of 15 May 
2014 on the harmonisation of the laws of the Member States relating to the making 
available on the market of pressure equipment (recast) 
Published in 2014/L 189/164 from 27.06.2014 
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Reference of the harmonised 
standards applied in 
accordance with Article 7(2)  

¤ EN 809:1998+A1:2009/AC:2010 

Pumps and pump units for liquids - General safety requirements  

¤ EN ISO 12100:2010 

Safety of machinery - General design principles - Risk assessment and risk 

mitigation (ISO 12100:2010) 

  

Reference of the other 
technical standards and 
specifications applied  

¤ EN IEC 61000-6-4:2019 

Electromagnetic compatibility (EMC) - Part 6-4: Generic standards - Emission for 

industrial sectors (IEC 61000-6-4:2018) 

¤ EN IEC 61000-6-2:2019 

Electromagnetic compatibility (EMC) - Part 6-2: Generic standards - Immunity for 

industrial sectors (IEC 61000-6-2:2016) 

 

 

 

 

 

 

Offenbach, 13.10.2025 

___________________________________ __________________________________________________ 

Location, Date Carsten Neutzer, Managing Director 
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2.8 Copyright  

This document is protected by copyright. 

The unauthorized transfer of the instructions to third parties, reproductions in any kind and form, even in excerpts, as well 

as the exploitation and/or communication of the content are not permitted without the written permission of the publisher. 

Violations oblige you to pay damages. Further claims are reserved. 

  



 

 Compact High Pressure Metering Pump (HPLC)   

Safety  
 

Manual - WADose-LITE-HP_V3.4_Rev.002_EN.docx 15 

 

3 Safety  

This chapter provides an overview of important safety aspects for the protection of personnel from possible hazards and 

safe and trouble-free operation. 

Failure to comply with the listed instructions, warnings and safety instructions can result in considerable dangers. 

3.1 Intended use  

The device is designed and built for industrial use and exclusively for the intended use described here: 

 

The device is intended exclusively for the following use in the laboratory, as well as commercial, industrial areas: 

 

 The WADose is a dosing pump that is used exclusively for dosing 

liquids according to the technical data. Mass-determined control is 

possible in conjunction with a mass flow meter. 

Custom fluids can be used. If it is unclear whether a certain liquid can 

be used, please consult Flusys GmbH. 

 

 

WARNING!  

Danger due to improper use!  

Any use of the device other than as intended can lead to 
dangerous situations.  

­ Only use the device for its intended purpose, in particular in 
compliance with the operating limits specified in the technical 
data. 

­ Refrain from any use of the device that exceeds  or is otherwise 
different. 

­ Do not modify, convert or alter the design or individual equipment 
parts with the aim of changing the area of application or usability 
of the device. 

­ The device may be irreparably damaged. 

­ Liquids must not be contaminated with solids or particles. This will 
damage the pump. 

 

¤ Claims of any kind due to damage resulting from improper use are 
excluded. 

¤ The operator is solely liable for all damages caused by improper use. 
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3.2 Responsibilities  

3.2.1 Responsibility of the operator  

Operator  Operator is any natural or legal person who uses the device or makes it 

available to third parties for use and is responsible for the safety of the user, 

personnel or third parties during use. 

  

Obligations of the Operator  The device is used in laboratories as well as commercial, industrial areas. 

The operator is therefore subject to the legal obligations for occupational 

safety. 

In addition to the warnings and safety instructions in this manual, the safety, 

accident prevention and environmental protection regulations applicable to 

the area of application of the device must be observed. 

In particular, the operator must:  

¤ Find out about the applicable occupational health and safety 
regulations. 

¤ determine possible additional hazards resulting from the special 
application conditions at the place of use of the device by means 
of a risk assessment. 

¤ implement the necessary behavioural requirements for the 
operation of the device at the point of use in operating 
instructions. 

¤ regularly check during the entire operating time of the device 
whether the operating instructions prepared by the device 
correspond to the current state of the regulations. 

¤ Adapt the operating instructions to new regulations, standards 
and operating conditions where necessary. 

¤ clearly and unambiguously regulate the responsibilities for the 
installation, operation, maintenance and cleaning of the device. 

¤ ensure that all employees working on the device have read and 
understood the operating instructions. In addition, he must train 
the staff at regular intervals in the use of the device and inform 
them about the possible dangers. 

¤ provide the personnel responsible for working on the device with 
the prescribed and recommended protective equipment and 
ensure that the obligation to wear is complied with at all times. 

¤ ensure the necessary free spaces and sufficient lighting for safe 
work as well as constant order and cleanliness at the installation 
site of the device and its surroundings. 

¤ pay attention to the observance of ergonomic principles in the 
execution of the work. Observe regional regulations. 

¤ Check whether the device is to be integrated into an emergency 
stop circuit in such a way that the supply voltage is switched off 
in the event of a fault and the device assumes a safe state. 

¤ ensure that the compact high-pressure metering pump is flushed 
and pressure relieved before shutting down. 

¤ ensure that no impurities are introduced into the compact 
high-pressure dosing pump , this applies to the rear input 

from the process (outlets) as well as the input from the media 
supply. 

¤ the dosing pump may only be operated with particle-free liquids.  
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¤ observe the safety data sheets of the hazardous substances 
used and instruct personnel in the handling of hazardous 
substances. 

¤ Take appropriate safety measures to prevent hazards from 
escaping medium or to detect it. 

¤ ensure that leak tests are only carried out and carried out 
regularly by instructed, knowledgeable personnel with a high 
level of authorisation. 

¤ if he is operating the compact high-pressure metering pump in a 
fume hood, to monitor it. If the flue fails, the operator must shut 
off the media supply or shut down the pump.  

  

 Furthermore, the operator is responsible for ensuring that the device 

¤ is always in a technically perfect condition. 

¤ is maintained according to the specified maintenance intervals. 

¤ All safety equipment of the device must be regularly checked for 
completeness and functionality. 

 

 

3.2.2 Responsibility of the staff  

The device is located in the laboratory, as well as in commercial, industrial areas. The staff is therefore subject to the legal 

obligations for occupational safety. 

In addition to the warnings and safety instructions in this manual, the safety, accident prevention and environmental 

protection regulations applicable to the area of operation must be observed. 

In particular, the staff must be: 

¤ informed about the applicable occupational health and safety regulations. 

¤ complies with the behavioural requirements specified in the operating instructions for the operation of the 
equipment at the place of use. 

¤ properly performs the assigned responsibilities for the operation, maintenance and cleaning of the device. 

¤ must have read and understood the operating instructions in full before starting work. 

¤ uses the prescribed and recommended protective equipment. 

 

Furthermore, each person working on the device is responsible, within his or her scope of responsibility, for ensuring that 

the device 

¤ is always in perfect technical condition. 

¤ is maintained according to specified maintenance intervals. 

¤ all safety devices are regularly checked for completeness and functionality. 

 

The personnel employed on the device must 

¤ to carry out the activity on the device. 

¤ comply with the safety measures prescribed by the operator's instructions. 
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3.3 Personal  requirements  

3.3.1 Safety requirements  

Any work on the device may only be carried out by persons who are able to perform their work properly and reliably and 

who meet the requirements specified for their work. 

¤ Persons whose responsiveness is impaired, e.g. by drugs, alcohol or medication, must not carry out any work. 

¤ When deploying personnel, always observe the age and occupation-specific regulations applicable at the place 
of work. 

 

3.3.2 Qualification requirements  

Qualification  

 

WARNING!  

Risk of injury in case of insufficient qualifications!  

Improper work can lead to considerable personal injury and 
property damage.  

­ Any activities may only be carried out by persons who have the 
necessary training, knowledge and experience. 

­ Professional installation also includes the specific selection of the 
appropriate hoses, connections, sealants and pipes according to 
the corresponding technical data. All components used must meet 
the requirements. 
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 Qualified personnel  A qualified person is defined as a person who, on the basis of his or her 

professional training, knowledge and experience as well as knowledge of 

the relevant provisions, is able to carry out the assigned work properly, to 

independently identify possible hazards and to avoid personal injury or 

damage to property. 

Competent specialist personnel  Competent specialists are persons who have acquired and demonstrated 

special experience, knowledge and skills for the safe performance of 

activities in specific fields (e.g. electricians, hydraulic specialists, pneumatic 

specialists) and who meet the following requirements: 

Electrical specialists  All work on electrical equipment may only be carried out by qualified 

electricians. 

Qualified electricians are persons who, due to their professional training, 

knowledge and experience, as well as their knowledge of the relevant 

regulations, are able to carry out work on electrical systems properly, 

independently recognise potential hazards and prevent personal injury and 

property damage caused by electric current. 

Laboratory personnel with special 
knowledge in handling hazardous 
substances  

All work relating to commissioning, operation, maintenance, 

troubleshooting and decommissioning may only be carried out by 

laboratory personnel with special knowledge in handling hazardous 

substances. 

Laboratory personnel with special knowledge in handling hazardous 

substances are persons who, due to their professional training, knowledge 

and experience, as well as their knowledge of the relevant regulations, are 

able to properly perform work involving hazardous substances, 

independently recognise potential hazards and prevent personal injury and 

property damage caused by hazardous substances. 

Trained personnel  Trained personnel are persons who have been instructed in detail and 

verifiably by the operator about the tasks assigned to them and the possible 

hazards. 

Instruction  Before commencing work, every person assigned to work must be 

instructed by the operator on the tasks assigned to them and the potential 

hazards involved in the work. 

¤ Repeat training at regular intervals. 

¤ Keep verifiable records of all staff training. 

 

Date Name Topic of the Instruction  instructed by  
Signature of the 
instructed person  

     

     

     

Tab. 5: Template for an instrunction log 
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3.3.3 User  requirements  

A user is any person who performs activities on the device. 

Each user must meet the following qualification requirements, depending on their activity: 

 

Qualification  of users by life stage and 
task category  

Activity  Personal  

Transport, installation, assembly Competent specialist personel 

Installation, initial commissioning Competent specialist personel 

Service Competent specialist personel 

Preventive repair Competent specialist personel 

Emergency maintenance Competent specialist personel 

Decommissioning Competent specialist personel 

Dismantling, disposal Specialist personnel 

Tab. 6: Qualification of users by life stage and task category 

 

3.3.4 Unauthorised  

 

WARNING!  

Risk of injury to unauthorized persons!  

Unauthorized persons are not aware of the dangers in the work 
area and can seriously injure themselves and others.  

­ Unauthorized persons are not allowed to enter the work area. 

­ In case of doubt, address the persons concerned and expel them 
from the work area. 

­ Interrupt work as long as unauthorized persons are in the work 
area. 

 

An unauthorised person is any person who: 

¤ has not read these operating instructions or has not read them in full or has not understood them clearly. 

¤ does not meet the qualification requirements required for the activities. 

¤ has not received any instruction from the operator or its authorised representative for its activities and/or has not 
been commissioned. 
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3.4 Personal protective equipment  

Personal protective equipment must be worn at work to minimise health risks. Therefore: 

¤ Before starting any work, put on the specified protective equipment correctly and wear it during work. 

¤ In addition, it is essential to observe the signs with pictograms for personal protective equipment displayed in 
the work area. 

 

Wear during all work   

 

Protective work clothing  

Tight-fitting workwear with low tear resistance, with narrow sleeves and 

without protruding parts, mainly to protect against detection by moving 

equipment parts. 

Do not wear rings, necklaces or other jewelry. 

 

Chemical -resistant protective gloves  

To protect the hands from aggressive chemicals, as well as from minor 

skin injuries caused by abrasion, bumps or abrasions, e.g. on edges and 

corners when handling work equipment. 

 

Face 

To protect against injuries to the eyes and face caused by leaking liquid 

or other operating materials, or by flying dust, particles or suspended 

particles 

 

Safety shoes  

To protect the feet from injuries caused by falling parts and against slipping 

and falling on slippery surfaces. 

3.5 Residual risks  

The device was subjected to a risk assessment. The hazards identified in the process have been eliminated as far as 

possible and identified risks have been reduced. Nevertheless, the device poses residual risks, which are described in the 

following section. 

¤ It is essential to observe the warnings and safety instructions listed here and in the action chapters of this guide 
in order to avoid possible damage to health and dangerous situations. 
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3.5.1 Risks from mechanical hazards  

Pressure pipes and components   

 

WARNING!  

Risk of injury to pressurized cables and components!  

If pressure lines or components are damaged, liquids can leak 
under high pressure and cause cuts or penetrate deep into the 
body.  

­ If leaks or damage to pressure pipes or components are detected, 
switch off the device immediately and secure it against 
reconnection. 

­ Work on pressure pipes and components may only be carried out 
by competent specialist personnel. 

­ Before starting work on pressure pipes and components, first 
depressurize the pressure system, relax the pressure 
accumulator and check the pressure system for freedom from 
pressure. 

­ Always comply with permissible pressure settings. 

Dirt, objects lying around   

 

CAUTION!  

Trip hazard due to dirt and clutter!  

Dirt and objects lying around are sources of slipping and tripping 
hazards and can lead to significant injuries.  

­ Always keep the work area clean. 

­ Remove tools and items you don't need. 

­ Identify stumbling blocks with conspicuous yellow and black 
markings. 

Sharp edges and pointed corners   

 

CAUTION!  

Risk of injury at edges and corners!  

Sharp edges and sharp corners can cause abrasions, scuffs and 
cuts.  

­ Always proceed with caution when working near sharp edges and 
sharp corners. 

­ Wear protective gloves. 

Hazard from stoppers or traps   

 

CAUTION!  

Tripping hazard due to supply lines!  

Power and media supply lines can cause tripping hazards and 
significant injuries  

­ Lay energy and media supply lines on the operator's side in a 
tripping and barrier-free way so that they are not sources of 
accidents. 
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Danger from crushing   

 

CAUTION!  

Risk of injury due to squeezing!  

Crushing can occur at the dosing pump or at the individual 
components.  

­ Work such as assembly, maintenance and repair may only be 
carried out by competent specialist personnel with personal 
protective equipment. 

Pressure pipes and components   

 

WARNING!  

Risk of injury to pressurized cables and components!  

When using the HT variant without an external pressure sensor, 
components/piping can burst and hot liquids can leak under high 
pressure, leading to severe burns.  

­ The use of the HT variant is recommended with an external 
pressure sensor in order to react to high pressures with 
shutdown. 

­ If leaks or damage to pressure pipes or components are detected, 
switch off the device immediately and secure it against restarting. 

­ Work on pressure pipes and components may only be carried out 
by competent specialist personnel. 

­ Before starting work on pressure pipes and components, first 
depressurize the pressure system, relax the pressure 
accumulator, check the pressure system for freedom from 
pressure and allow the entire system to cool down. 

­ Correct installation also includes the specific selection of the 
appropriate hoses, connections, sealants and pipes according to 
the corresponding technical data. All components used must meet 
the requirements. 

­ Carry out a documented pressure test with sufficient overload of 
the maximum operating pressure! 

­ The information in the operating instructions must be observed. 
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3.5.2 Risks from electrical hazards  

Electric current   

 

DANGER!  

Danger to life due to electric current!  

Touching live parts will result in death. Damage to the insulation 
or individual components can be life -threatening.  

­ Before starting all work on the electrical system, de-energize the 
electrical system. Check that there is no voltage! 

­ Before maintenance, cleaning and repair work, switch off the 
electrical power supply and secure it against reconnection. 

­ If the insulation is damaged, switch off the power supply 
immediately and arrange for repairs. 

­ Do not bypass or disable fuses. 

­ When replacing defective fuses, always make sure that the 
current is correct. 

­ Keep moisture and moisture away from the live parts. 

­ Any work on the electrical system may only be carried out by 
qualified electricians. 
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Electrical wiring   

 

DANGER!  

Danger to life due to electric current!  

Line defects can cause dangerous electric shocks and lead to 
death.  

­ All connections and connections must be tight and free of 
corrosion. 

­ Cables must be secured at their junctions by strain relief. 

­ According to their nature, use cables only for the approved 
purpose. 

­ Always choose conductor cross-sections of sufficient thickness 
according to the current draw. 

­ Make sure that the protective conductor connection is correct. 

­ Protect cables and wires from heat, oil, dust and aggressive 
media. 

­ Lay cables and wires without tripping. Do not run along sharp 
edges or past sharp corners. Avoid chafing, kinks and bruises. 

­ When in use, do not leave the cable on the reel or drum or coiled 
in loops. 

­ Do not carry devices and tools on the cable! 

­ Do not pull the cable plug out of the socket by the cable. 

­ Check the condition of the cables and wire connectors before use. 
Do not use in case of damage! Have it repaired or replaced 
immediately by qualified electricians. 

­ Always secure live cables and wires in such a way that they do 
not cause hazards or injuries and are not damaged. 
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3.5.3 Risks from thermal hazards  

Hot surfaces   

 

CAUTION!  

Risk of burns due to hot surfaces!  

Contact with hot components can cause burns.  

­ Wear protective clothing and protective gloves when working near 
hot components. 

­ Before all work, make sure that the components have cooled 
down to ambient temperature. 

 

3.5.4 Risks from materials and substances  

 Harmful liquids   

 

WARNING!  

Danger when using harmful liquids!  

Harmful liquids can cause personal injury if released.  

­ Various liquids can be used (irritant, corrosive, toxic, explosive, 
flammable and radioactive as well as others are possible).  

­ The safety data sheets of the hazardous substances used must 
be observed. 

­ Work such as assembly, maintenance and repair may only be 
carried out by competent specialist personnel with personal 
protective equipment and instruction in the handling of hazardous 
substances. 

­ Before starting maintenance, repairs or dismantling, all shut-off 
valves in the supply lines must be closed. The entire piping 
system, including media-carrying components, must then be 
depressurized, emptied and flushed in such a way that there are 
no more dangerous residues. 

­ In the event of leaks in media-carrying components and/or the 
entire piping system, avoid touching the liquid.  

­ In case of contact (skin, eyes or ingestion) with harmful liquids, 
check whether first aid and further immediate measures or further 
professional medical treatment is necessary. 
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3.5.5 Risks from the operating environment  

Illegible signage   

 

CAUTION!  

Risk of injury due to illegible symbols!  

Stickers and signs that have become indistinct no longer 
sufficiently identify danger spots and cannot indicate possible 
risks of injury.  

­ Always keep pictograms, safety, warning and operating 
instructions in a clearly legible condition. 

­ Replace damaged or unrecognizable pictograms, letters, signs or 
stickers immediately. 

 

3.6 Signs  

The following symbols and signs are located on individual components to indicate possible hazards. 

 

 

é indicates hazards caused by electrical current. 

Failure to follow the safety instructions may result in serious injury or 
death. 

  

 

é indicates hazards from hot surfaces. 

Failure to follow the safety instructions poses a risk of burns and 
serious skin injuries caused by heat. 
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3.7 Safety  

Bridged safety devices   

 

WARNING!  

Danger to life due to defective or bridged safety devices!  

Non-functioning, bridged or overridden safety devices do not 
protect against the dangers and can lead to serious injury or 
death.  

­ Before starting work, always check that all safety devices are 
correctly installed and functional. 

­ Never override safety devices. 

­ Ensure that the safety equipment is always freely accessible. 

 
 
Check on the operator side whether the following safety devices must be installed before initial commissioning:  

 

Emergency stop device   

 

­ Pressing the emergency stop device must trigger an emergency stop. 

 

WARNING!  

Danger to life by switching on again!  

Uncontrolled reactivation can lead to serious injury or death.  

­ Before switching it back on, make sure that the cause of the 
emergency stop has been eliminated, that all safety devices are 
properly installed and in working order. 

­ Do not unlock the emergency stop device until there is no danger 
to people. 

Fig. 1: Emergency stop device ­ Before the device can be switched on again after an emergency stop, the 
emergency stop button must be unlocked by turning. 

 

3.7.1 Overview of additional shutdowns  

Evaluation  Action  Reaction  

Pressure too high Maximum pressure is exceeded 
Dosing process is switched off ï error 

message is generated 

Temperature too high Maximum temperature is exceeded 
Dosing process is switched off ï error 

message is generated 

Position error engine  
Dosing process is switched off ï error 

message is generated 

Tab. 7: Overview of additional shutdowns 
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3.8 Securing against re -switching  

Procedure  Before starting all cleaning, maintenance, repair, troubleshooting 
and troubleshooting work:  

1st Shut off the operator's media supply. 

2nd Relieve pressure on the device, evacuate residual media 

and flush with non-harmful medium. 

3. Turn off the device. 

4th De-energize the power supply (main switch in position "0") 

and secure it against reconnection. 

After completion of the work:  

1st Reinstall all safety equipment properly and check that it is 

functional. 

2nd Ensure that there are no people at danger spots and in the 

entire danger area. 

3rd Then release the main switch. 

 

3.9 Reliability  

The following conditions must be ensured on the part of the operator for safe operation of the device: 

¤ The device may only be used by instructed, competent laboratory personnel with special knowledge of the 
handling of the hazardous substances used. 

¤ All set-up activities on the device, in particular the filling of the storage containers with liquids, may only be 
carried out when the device is switched off and secured against reconnection. 

¤ Check on the operator side whether the device needs to be integrated into an operator's emergency stop 
protection circuit so that an emergency stop can be triggered in any situation, bringing the device into a safe 
state. 

¤ Ground the piping system and equipment to prevent or dissipate charges. 

¤ Leak tests may only be carried out by instructed, competent personnel with a high level of authorization. 

¤ That the device is flushed and pressure relieved before it is switched off. 

¤ The fact that the inlet pressure corresponds to the specified pressure values (Chapter 4.2.). 

¤ The device may only be used for its intended purpose (see Intended Use chapter 3.1) 

¤ Ensure that no impurities are introduced into the compact high-pressure dosing pump , this applies to 

the rear input from the process (outlets) as well as the input from the media supply.  

¤ The system must not be exposed to any vibrations, otherwise screws and connection points can come loose 
and thus lead to personal injury and leakage of harmful media. Therefore, vibration acting on the system must 
be prevented and checked by the operator. 
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3.10 What to do in the event of danger and accidents  

Specification  Hint  

Preventive measures ¤ Always be prepared for accidents and fire. 

¤ Keep first aid equipment (first aid kit, blankets, etc.) and fire 
extinguishers handy. 

¤ Familiarize personnel with the accident reporting, first aid and rescue 
facilities. 

¤ Keep access roads clear for emergency vehicles 

Act correctly if an emergency ¤ Trigger emergency stop immediately 

¤ Initiate first aid measures. 

¤ In the event of an electric shock, a medical examination must be 
carried out within 24 hours to ensure that no consequential damage 
occurs. If symptoms such as heart problems occur, immediate action 
must be taken. 

¤ Rescue affected persons from the danger zone. 

¤ Inform the person responsible at the scene. 

¤ In case of serious injuries, alert a doctor and/or fire brigade. 

¤ Keep access routes open for escape routes. 

Tab. 8: What to do in the event of danger and accidents 

3.11 Environmental protection  

 

ATTENTION! 

Environmental damage caused by incorrect treatment of 
hazardous substances!  

­ Incorrect or negligent handling of hazardous substances can lead 
to serious environmental damage. 

­ Always treat hazardous substances in accordance with the 
regulations and instructions in the manufacturer's safety data 
sheet. 

­ Remove leaking, used or excess hazardous substances carefully 
and in an environmentally friendly manner. 

­ Always dispose of hazardous substances in accordance with the 
locally applicable regulations, if necessary hire a specialist 
company. 

3.12 Spare parts, use and procurement  

 

WARNING!  

Risk of injury due to incorrect spare parts!  

Faulty spare parts can severely impair safety and cause damage, 
malfunctions or even total failure.  

­ As a matter of principle, only use original spare parts. 

Original spare parts can be obtained from authorized dealers or directly from the manufacturer.  
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4 Technical data  

4.1 Type Keys  

Series  Pump head  Material  Analog Signals  Design  Case 

¤ WADOSE-
LITE-HP 

¤ 2 = 2 ml/min 

¤ 10 = 10 ml/min 

¤ 40 = 40 ml/min 

(PEEK = 30 ml/min) 

¤ 2d = 1.8 ml/min 

¤ 10d = 10 ml/min 

¤ 40d = 40 ml/min 

(PEEK = 30 ml/min) 

¤ SS = Stainless 
Steel 

¤ PE = PEEK 

¤ HC = Hastelloy - C 

¤ U = Voltage 
0... 10V 

¤ I = Strom 4é 
20mA 

¤ S = Standard 

¤ TU = temperature 
120°C 

¤ HT = High 
Temperature 
200°C 

¤ C = Compact 
 

Tab. 9: Type Keys 

 
Order example:  

Compact high-pressure dosing pump HPLC series WADose-LITE-HP with a max. flow rate of 10ml/min; made of 

stainless steel; the analog signals current 4... 20mA; Housing Standard Compact.  

Type designation: WADOSE -LITE-HP-10-SS-I-S-C  
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4.2 Operating and connected values  

Electrical Load WADose -LITE-HP Specification  Value Unit  

Connection voltage 24 V DC 

Ab. Voltage tolerance ±5  % 

Power consumption 120 VA 

Tab. 10: Connected load WADOSE-LITE-HP 

  

Electrical power supply load  Specification  Value Unit  

Connection voltage 100-230 V AC 

Ab. Voltage tolerance ±5  % 

Frequency 50-60 Hz 

Tab. 11: Power supply 

  

Operating value max. pressure  Specification  Value Unit  

WADose-Lite-HP-2-SS 

WADose-Lite-HP-2-HC 

400 Baru 

WADose-Lite-HP-2-PE 350 Baru 

WADose-Lite-HP-10-SS 

WADose-Lite-HP-10-HC 

400 Baru 

WADose-Lite-HP-10-PE 350 Baru 

WADose-Lite-HP-40-XX 160 Baru 

Tab. 12: Operating value max. pressure 

  

Operating value max. flow  Specification  Value Unit  

WADose-Lite-HP-2-XX 2 ml/min 

WADose-Lite-HP-2d-XX 1,8 ml/min 

WADose-Lite-HP-10-SS 

WADose-Lite-HP-10-HC 

10 ml/min 

WADose-Lite-HP-10-PE 8 ml/min 

WADose-Lite-HP-40-SS 

WADose-Lite-HP-40-HC 

40 ml/min 

WADose-Lite-HP-40-PE 30 ml/min 

Tab. 13: Operating value max. flow 

  

Sound emission  Specification  Value Unit  

Noise level Ò 70 dB(A) 

Tab. 14:Noise level 
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4.2.1 Operator Network Requirements  

The operator network must meet the following conditions: 

¤ The data of the operator network must correspond to the connected loads (Chapter 3.1) of the equipment in 
compliance with the permissible tolerances in the following specifications: 

Power supply of the WADose LITE HP: (see specification chapter 4.2; 24 VDC) 

¤ The operator network must be able to withstand the stresses caused by the operation of the device. In 
particular, voltage peaks (e.g. when switching large consumers in the operator network on or off or when 
switching to emergency power operation) must not lead to a failure or oversupply or undersupply of the device 
or its control circuits. 

 

4.3 Spatial boundaries  

4.3.1 Dimensions and weight  

 

Dimensions and weight  WADose -LITE-HP Value Unit  

Length 280 Mm 

Width 160 Mm 

Height 155 Mm 

Weight 6,5 medical history 

Tab. 15:Dimensions 

 

4.3.2 Interfaces  

 

Interfaces  Specification  Value Unit  

Entrance 1/8 Customs 

Exit 1/16 Customs 

Tab. 16:Interfaces 

  

Energy supply  Connection cable (included) 

  

Human -Device Interaction Point (Control 
Points)  

Control keyboard (incl. display) on the WADose-LITE-HP 
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4.3.3 Setting up and storing at the point of use  

Since the dosing pump and its accessories are highly flexible in their wide range of applications, it is difficult to provide a 

concrete description of the installation site. However, the installation site must meet the following minimum requirements. 

Depending on the pumped medium, these minimum requirements can be exceeded by the operator's internal operating 

instructions. 

 

Location/environmental conditions  ¤ Industrial environment: Clean, dry, frost-free and pollutant-free 
interiors. 

¤ Never use WADose LITE HP in EX areas! 

¤ Do not expose them to a chemically aggressive environment, this 
will lead to increased wear and tear or even total failure. 

¤ Protect device components and liquid containers from heat and sun 
rays. 

¤ Avoid wetness. 

¤ Do not expose to dust. The ventilation of the dosing pump requires 
that it is dust-free. In a dusty environment, the pump or other 
components will be damaged. 

¤ Do not expose yourself to a strong draught, and the dosing pump 
can be damaged in dusty, hot or cold ambient air. 

  

 

WARNING!  

Dangers due to vibration acting on the device!  

­ The device must not be exposed to any vibrations, otherwise 
screws and connection points can come loose and thus lead to 
personal injury and leakage of hazardous media. Therefore, 
vibration acting on the system must be prevented and checked 
by the operator. 

­ Secure the device in such a way that vibrations during operation 
do not cause it to fall. 

  

Workspace  Specification  Value Unit  

Temperature range 10 - 40 °C 

Relative humidity, max. 60 % 
 

  

 

  



 

 Compact High Pressure Metering Pump (HPLC)   

Technical data  
 

Manual - WADose-LITE-HP_V3.4_Rev.002_EN.docx 35 

 

Installation conditions  ¤ Select the installation location according to the required space 
requirements according to the device layout. 

¤ When setting up the movement areas and escape routes to be kept 
clear, observe the requirements of the regional regulations at the 
place of use. 

¤ The installation site must have sufficient clearance for the operator. 
The connections for e.g. optional mass flow meters or external 
control lines must be accessible. 

¤ Only place the dosing pump on a sufficiently load-bearing surface. 
For safety reasons (possibly hazardous liquids in the process), all 
process components must be sufficiently fastened or stable. 

¤ Do not expose yourself to major vibrations, this will cause damage. 

¤ The device is to be placed upright on its feet with the display facing 
forward. Accessibility to warning messages and the controls of the 
device must be guaranteed at all times. 

  

 

NOTE! 

The fan on the back of the device must not be covered at any time. 

A minimum distance of 20 cm must be maintained here. 

  

 

NOTE! 

Grounding the device and equipotential bonding to neighboring 

pipelines, other metallic cables and metal parts installed in the 

immediate vicinity 

  

Storage  As a matter of principle, store the device, components, assemblies or 

parts only under the following conditions: 

¤ Do not store outdoors 

¤ Store in a dry and dust-free place 

¤ Do not expose yourself to aggressive media 

¤ Protect from sunlight 

¤ Avoid mechanical vibrations 

¤ Storage temperature 5 °C to 45 °C 

¤ Relative humidity, max. 60 % 

If stored for more than 3 months, regularly check the general condition 

of all parts and packaging. If necessary, refresh or renew the 

preservation. 

  

 

NOTE! 

Be sure to observe information on storage on the packages that go 

beyond the requirements mentioned here! 
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4.4 Temporal limits  

Life  ¤ Suitable for 24-hour continuous operation. 

¤ There is no need to pause for switching-on. 

¤ Shutdown to perform the necessary maintenance work. 

 

4.5 Other  limits  

Electric shock  Grounding the metering pump and equipotential bonding to neighboring 

pipelines, other metallic pipes and metal parts installed in the immediate 

vicinity. 
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5 Product  description  

5.1 WADose -LITE -HP-Series  

The WADose-Lite-HP is a high-pressure dosing pump for liquids. The pump works with two dosing pistons, one feed 
piston and one damping piston, which significantly reduces pulsation. During dosing, the pressure is measured and 
monitored by a sensor. 
The dosing pump uses "Start/Stop" to set the flow rate of the previously entered setpoint (Simple Mode). Both settings 
can be made either manually or with external signals.  
In conjunction with an optional flow meter, the actual flow can be measured and also precisely controlled (Controlled 
Mode). 
 

5.1.1 WADose -LITE -HP- 

 

WADose -LITE -HP- Fig. 2: WADose-LITE -HP- 
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5.1.2 WADose -LITE-HP -TU- 

 

WADose -LITE-HP -TU- Fig. 3: WADose-LITE-HP -TU- 

 

5.1.3 WADose -LITE-HP -HT- 

 

WADose -LITE-HP -HT- Abb. 4: WADose-LITE-HP -HT- 
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5.2 CAD-Draft  

5.2.1 CAD-Draft - WADose -LITE -HP- 

 

CAD-Draft - WADose -LITE -HP- Abb. 5: CAD-Draft - WADose-LITE -HP- 
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5.2.2 CAD-Draft - WADose -LITE-HP -TU- 

 

CAD-Draft - WADose -LITE-HP -TU- Fig. 6: CAD-Draft - WADose-LITE-HP -TU- 
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5.2.3 CAD-Draft - WADose -LITE-HP -HT- 

 

CAD-Draft - WADose -LITE-HP -HT- Abb. 7: CAD-Draft - WADose-LITE-HP -HT- 
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5.3 Component Description  

5.3.1 Front view WADose -LITE-HP 

 

Front view WADose -LITE-HP Fig. 8: Front view WADose-LITE-HP 

 

No. Designation  Description  

1 Case Appliance housing made of stainless steel. 

2 Display and controls Display via a TFT 2.4" 320 x 240 px display; 7x foil pushbuttons     

3 Piston backflushing Protective hose for piston backflushing 

4 Pump head Pumps the liquid 

5 Fluid inlet Inflow of the liquid from the reservoir 

6 Exhaust valve Vent valve for bleeding the pipes, pump head and pressure valve unit 

7 Fluid outlet when vented Vent cannula for holding a syringe, or connecting a valve or tube 

8 
Liquid outlet Process output of the fluid to the pressure valve unit (e.g. to the mass 

flow meter or process) 

Tab. 17: Front view WADose-LITE-HP 
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5.3.2 Front view WADose -LITE-HP -TU- 

 

Front view WADose -LITE-HP -TU- Fig. 9: Front view WADose-LITE-HP - TU- 

 

No. Designation  Description  

1 Case Appliance housing made of stainless steel. 

2 Display and controls Display via a TFT 2.4" 320 x 240 px display; 7x foil pushbuttons     

3 
Heat protection pump 

head 

Contact protection when dispensing media with high temperatures 

4 Pump head Pumps the liquid (Hidden by heat shield) 

5 Fluid inlet Inlet of the liquid from the reservoir (concealed by heat protection) 

6 
Heat Protection Capillary 

Tube 

Contact protection when dispensing media with high temperatures 

7 Exhaust valve Vent valve for bleeding the pipes, pump head and pressure valve unit 

8 Fluid outlet when vented Vent cannula for holding a syringe, or connecting a valve or tube 

9 
Liquid outlet Process output of the fluid to the pressure valve unit (e.g. to the mass 

flow meter or process) 

10 Heat Protection Vent Unit Contact protection when dispensing media with high temperatures 

Tab. 18: Front view WADose-LITE-HP - TU- 
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5.3.3 Front view WADose -LITE-HP - HT- 

 

Front view WADose -LITE-HP - HT- Fig. 10: Front view WADose-LITE-HP - HT- 

 

No. Designation  Description  

1 Case Appliance housing made of stainless steel. 

2 Display and controls Display via a TFT 2.4" 320 x 240 px display; 7x foil pushbuttons     

3 
Heat protection pump 

head 

Contact protection when dispensing media with high temperatures 

4 Pump head Pumps the liquid (Hidden by heat shield) 

5 Fluid inlet Inlet of the liquid from the reservoir (concealed by heat protection) 

6 
Liquid outlet Process output of the liquid at the pump head (e.g. to the mass flow 

meter or process) 

Tab. 19: Front view WADose-LITE-HP - HT- 
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5.3.4 Rear view WADose -LITE-HP 

 

Rear view WADose -LITE-HP Fig. 11: Rear view WADose-LITE-HP 

 

No. Designation  Description  

1 On/off switch Turns the device on and off 

2 Bus bar Power Supply Connector 24 VDC 

3 Connection I/O Socket for connecting an external control and evaluation signal line 

4 Connection LFC Socket for connecting an optional Bronkhorst mass flow meter 

5 
Protective conductor 

connection 

Connection screw for earthing potential 

6 
Connector RS-232 Plug for higher-level control system (PC, DCS, or similar) with serial 

interface 

7 Ventilation Fan cooling of the device 

8 USB 2.0 connection For control via USB 

9 RS485 (RJ45 connector) For control via RS485 (Modbus RTU) 

10 RS485 (RJ45 connector) For control via RS485 (Modbus RTU) 

Tab. 20: Rear view WADose-LITE-HP 
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5.4 External interfaces mechanical  

 

Overview of external interfaces mechanical  Fig. 12: Overview of external interfaces mechanically 
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5.4.1 Mechanical interfaces  

 

Mechanical interfaces  Fig. 13: Mechanical Interfaces 

 

No. Designation  Type Description  

1 IN M8 x 1 Fluid connection inlet (M8 x 1) (IN) for pipe OD 1/8" 

2 OUT 
10-32 UNF Fluid connection outlet (10-32 UNF) (OUT) for pipe OD 

1/16" 

3 VENT 
1/16" Pipe Fluid outlet at vent and flush (10-32 UNF) (VENT) for pipe 

OD 1/16" 

Tab. 21: Mechanical Interfaces 
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5.5 External Electrical Interfaces  

 

Overview of external electrical interfaces  Fig. 14: Overview of external electrical interfaces 
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5.5.1 Electrical interfaces  

 

Electrical interfaces  Fig. 15: Electrical Interfaces 

 

No. Designation  Description  

1 24V DC Power supply connection 24V DC 

2 I/O Socket for connecting an external control and evaluation signal line 

3 LFC Socket for connecting an optional Bronkhorst mass flow meter 

4 
Protective conductor 

connection 

Connection screw for earthing potential 

5 
RS-232 Plug for higher-level control system (PC, DCS, or similar) with serial 

interface 

6 USB For control via USB (USB 2.0) 

7 RS485  For control via RS485 (Modbus RTU) (RJ45 plug) 

8 RS485  For control via RS485 (Modbus RTU) (RJ45 plug) 

Tab. 22: Electrical Interfaces 
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Electrical Interfaces Connection Diagram  Fig. 16: Electrical Interface Diagram 
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5.6 External interfaces visual/operation  

 

WARNING!  

Injuries caused by uncomfortable or unnatural postures during 
operation due to the design or arrangement of displays and 
visual displays!  

­ The WADose is set up by the operator. It must be arranged in 
such a way that no unfavourable situation can arise. 

 

5.6.1 Visual/Operation Interfaces  

 

Visual/Operation Interfaces  Fig. 17: Visual/Operation Interfaces 

 

No. Designation  Description  

1 - Display 

2 - Membrane keyboard 

Tab. 23: Visual/Operation Interfaces 
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5.7 Nameplate  

The nameplate is located on the back of the WADose-LITE-HP. 

 

 

Nameplate (example)  Fig. 18: Nameplate (example) 
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5.8 Scope of delivery and accessories  

 

HINT! 

Check the delivery immediately upon receipt for completeness and 

transport damage.  

Complain about any defect immediately upon receipt of the transported 

goods! Claims for damage due to transport damage can only be asserted 

within the applicable complaint periods.  

In addition, remove all existing transport locks before commissioning. Save 

these for further use!  

 

The following is a list of the individual parts that must be checked for completeness before initial commissioning. 

 

 

 

WADOSE-LITE-HP Abb. 19: WADOSE-LITE-HP 

 

 

HINT! 

Property damage due to wrong power supply! 

Using the wrong power supply can cause property damage to the WADose.  

Only use suitable power supplies from Flusys GmbH. 

 

 

No. Description  

1 IEC cables 

2 Power supply 
 

 

Power cord and power adapter  Fig. 20: Power cord and power adapter 
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WARNING!  

Danger from leaking liquid with insufficient material resistance!  

­ Before using the dosing pump, the material resistance of the venting 
kit (syringe) must be checked in relation to the medium to be 
pumped. 

­ If necessary, use another syringe (e.g. made of glass). 

 

 

No. Description  

1 Syringe plunger (polypropylene) 

2 Syringe barrel (polypropylene) 

3 
Adapter for syringe/pipe piece 1/16" 

(Luer-Lok system) 

4 

Screw connection with clamping ring 

(for connection to pressure valve 

unit, 10-32 UNF) (pre-assembled on 

WADose) 

The venting kit is used to vent the WADose and consists of a 

syringe and an adaptation with a clamping ring. 

Vent kit  Fig. 21: Vent Kit 

  

 

No. Description  

1 1/4" - union nut 

2 1/4" - Clamping Ring Set 

3 Adapter Input 1/8" to 1/4" 

4 1/8" - Clamp Ring Set 

5 1/8" - union nut 

6 90° bend 1/8" 

7 Screw connection (1/8") 

8 Schneidring (1/8") 

The connection fittings and accessories are in the labeled 

packaging for the entrance. 

 Connection fitting input  Fig. 22: Connection fitting input 
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No. Description  

1 1/8" - union nut 

2 1/8" - Clamp Ring Set 

3 Adapter input 1/8" to 1/16" 

4 1/16" - Clamping Ring Set 

5 1/16" - union nut 

6 90° bend 1/16" 

7 Screw connection (1/16") 

8 Schneidring (1/16") 

The connector fitting and accessories are in the labeled 

packaging for the output. 

Connection fitting outlet  Fig. 23: Connection fitting output 
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6 Transport  

 

HINT! 

Transport, installation and initial commissioning are carried out 

exclusively by authorised employees of the manufacturer or persons 

authorised by the manufacturer. 

If necessary, operating or maintenance personnel of the operator 

may participate in accordance with the instructions of this authorized 

person and in compliance with the following instructions. 

 

6.1 Safety instructions for transport  

 

ATTENTION! 

Damage due to improper transport!  

Improper transport can cause considerable damage to the 
transported goods and objects in the vicinity.  

­ Always proceed with the utmost care and caution when loading, 
unloading and transporting goods within the company. 

­ Follow the instructions and symbols on the packaging. 

­ Always remove transport locks only during installation. 

  

Personal  ¤ Transport work without the aid of lifting or conveying equipment 
subject to supervision may only be carried out by trained personnel 
commissioned by the operator. 

¤ Transport work with the support of lifting or handling equipment 
subject to supervision may only be carried out by instructed 
specialist personnel authorised to operate it and commissioned by 
the operator. 

  

Personal protective equipment  ¤ The following are generally responsible for all transport work: 

­ Protective work clothing 

­ Gloves 

­ Non-slip safety shoes 

¤ For all transport work with the help of lifting or industrial trucks such 
as pulleys, cranes, forklifts, additional loads: 

­ Industrial safety helmet 
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6.2 Transport inspection  

Check the condition of the transported goods immediately upon receipt of the delivery for completeness and damage. 

In the event of externally recognizable transport damage: 

¤ Do not accept delivery or only accept it with reservations. 

¤ Enter the extent of the damage on the transport documents and note it on the carrier's delivery note. 

¤ Initiate a complaint. 

 

 

HINT! 

Complain about any defect immediately upon receipt of the 

transported goods! Claims for damage due to transport damage can 

only be asserted within the applicable complaint periods. 

 

6.3 Transport symbols  

According to the contents, there are symbols on the outside of the transported goods, which must be observed during 

transport and storage. 

¤ Before the final disposal of the packaging, note the type, size and shape, including filling materials, as well as 
the symbols affixed to the goods to be transported. 

¤ Make transport containers suitable for later onward transport according to the original packaging. It is essential 
that the necessary symbols and markings are clearly affixed to the goods to be transported. 

 

 

HINT! 

Complain about any defect immediately upon receipt of the 

transported goods! Claims for damage due to transport damage can 

only be asserted within the applicable complaint periods. 

 

Meaning of the transport symbols  The following transport symbols can be found on transported goods: 

 

Above  

The arrowheads mark the top of the transported goods. They must point 

upwards, otherwise the contents may suffer damage. 

 

Fragile  

Identifies goods in transit with fragile or sensitive contents. 

¤ Handle the transported goods with care, do not drop them and do not 
expose them to shocks. 

 

 

Protect from moisture  

¤ Protect the transported goods from moisture and keep them dry. 
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6.4 Packaging and storage  

Handling the packaging  The goods to be transported are packed safely and in an environmentally 

friendly manner for the expected transport conditions. The packaging 

protects the components from damage and corrosion until assembly 

begins. 

¤ Do not remove the packaging and transport locks until they are 
assembled. 

¤ Dispose of packaging materials in accordance with applicable local 
regulations. 

  

 

ATTENTION! 

Environmental damage due to incorrect disposal!  

Packaging materials are valuable raw materials and can be 
reused or sensibly processed and recycled.  

­ Always dispose of packaging material in an environmentally 
friendly manner. 

­ Observe local regulations, if necessary commission a specialist 
company with the disposal. 

  

Storage of the transported goods  Store goods in transit under the following conditions: 

¤ Do not store outdoors. 

¤ Store in a dry and dust-free place. 

¤  Do not expose yourself to aggressive media. 

¤ Protect from sunlight. 

¤ Avoid mechanical vibrations. 

¤ Storage temperature: 5 to 45 °C. 

¤ Relative humidity: max. 60%. 

¤ If stored for more than 3 months, regularly check the general 
condition of all parts and packaging. If necessary, refresh or renew 
the preservation. 

  

 

HINT! 

If necessary, be sure to observe any other or different storage 

instructions that may be found on the goods to be transported! 
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7 Installation and initial commissioning  

 

HINT! 

Transport, installation and initial commissioning are carried out 

exclusively by trained specialists. 

  

 

WARNING!  

Dangers due to incorrect installation and commissioning!  

Installation work and initial commissioning require trained 
specialists. Installation errors can lead to life -threatening 
situations.  

­ All installation and initial commissioning work is carried out 
exclusively by trained specialists. 

­ In principle, even in the case of later implementation, new 
installation and recommissioning, the necessary work should be 
carried out by trained specialists. 

  

Personal  ¤ Instructed expert personnel. 

  

Personal protective equipment  ¤ In principle, the following are responsible for all commissioning work: 

­ Protective work clothing 

­ Gloves 

­ Non-slip safety shoes 

­ Face shield (or goggles with closing side protection) 

 
 
The intended operation by the operator in compliance with all the information in this manual is permitted. 
 
 

Initial commissioning  1. Position the storage container 

2. Making mechanical connections 

3. Leak testing 

4. Bleeding the dosing pump 

5. Making Electrical Connections 

6. Make optional connections 

7. Switch on the dosing pump 

8. Test run 

 

 

HINT! 

The individual work steps are to be carried out as described below. 
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7.1 Position the storage container  

 

WARNING!  

Dangers due to uncontrolled leakage of liquid!  

In pressurized storage, where the inlet pressure is higher than 
the outlet pressure of the pump, or in the case of an elevated 
storage tank, the liquid can flow uncontrollably through the 
pump to the process. There may be a risk of burns or chemical 
burns.  

­ Install a shut-off valve in the supply line to the pump. 

 

The liquid can be supplied either via a storage tank, which is at most at the same level as the pump, or via a pressurized 

storage tank. 

 

 

No. Description  

1 Reservoirs  

2 Outlet liquid 
 

Connection arrangement - storage tank non -pressurized  Fig. 24: Connection arrangement - non-pressurized 

storage tank 
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No. Description  

1 
Pressurization (e.g. air, N2, He 

or similar inert gases) 

2 Stop valve 

3 Reservoirs 

4 Outlet liquid 
 

Connection arrangement - Pressurized storage tank  Fig. 25: Connection arrangement - Pressurized 

storage tank 
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7.2 Mechanical interfaces  

Pressure pipes and components   

 

WARNING!  

Risk of injury to pressurized cables and components!  

If pressure pipes or components are not installed properly, liquids 
can leak under high pressure and cause cuts or penetrate deep 
into the body.  

­ If leaks or damage to pressure pipes or components are detected, 
switch off the device immediately and secure it against 
reconnection. 

­ Work on pressure pipes and components may only be carried out 
by competent specialist personnel. 

­ Before starting work on pressure pipes and components, first 
depressurize the pressure system, relax the pressure accumulator 
and check the pressure system for freedom from pressure. 

­ Always comply with permissible pressure settings. 

­ Correct installation also includes the specific selection of the 
appropriate hoses, connections, sealants and pipes according to 
the corresponding technical data. All components used must meet 
the requirements. 

­ The information in the operating instructions must be adhered to 

  

 

HINT! 

Observe the manufacturer's specifications for the screw connections. 

  

 

HINT! 

The screw connections must be compatible with the medium to be 

dosed in terms of material properties and have an inner diameter that 

corresponds to the maximum flow and pressure. 

  

 

HINT! 

Property damage due to contaminated liquids! 

Contaminated fluids containing particles can cause material damage 

to valves and piston seals. 

Use only particle-free liquids. 
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First, all mechanical connections must be made. 

¤ Item 1: Inputs Media Supply 

¤ Position 2: Process output 

 

 

Overview of mechanical interfaces  Fig. 26: Overview of Mechanical Interfaces 
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The liquid connection of the WADose (IN) must be connected to the storage container and the liquid connection (OUT) to 

the downstream components. 

Furthermore, you can mechanically connect optional hardware if necessary, e.g. a Bronkhorst mass flow meter or an 

external pressure sensor (see chapter 7.6 Optional Connectors). 

After the other components, such as pipelines and/or hoses, have been connected, the dosing pump is mechanically 

closed. 

 

Required tools  ¤ 5/16" open-end wrench for M8 x 1 fitting 

¤ 1/4" open-end wrench for fitting 10-32 UNF 

 

The mechanical connection must be carried out as follows:  

 

 

1st Unscrew the plug screw (M8 x 1 ï Pos.1) from the screw-

in fitting with ball valve holder (Pos.2) of the liquid inlet 

(Fig. 27). 

Position 1: Media supply  Fig. 27: Remove the plug screw 

  

 

2nd Screw the supply line of the document container with the 

screw connection from below into the screw-in fitting with 

ball valve holder (item 1) and tighten tightly with an open-

end wrench 5/16" (Fig. 28). 

Position 1: Media supply  Fig. 28: Connect the supply line 
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3rd Unscrew the locking knurled screw (Pos.1) from the 

pressure valve unit (Pos.2) (Fig. 29). 

Position 2: Process output  Fig. 29: Remove the locking thumbscrew 

  

 

4th Screw the screw connection (Pos.1) of the supply line to 

the downstream components into the threaded hole 

(Pos.2) of the pressure valve unit and tighten it tightly 

with an open-end wrench 1/4" (Fig. 30). 

Position 2: Process output  Fig. 30: Connect the supply line 
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ATTENTION! 

Safety instructions for the installation of compression fittings!  

­ Do not bleed the system by loosening the union nut, cap or blind 
plug 

­ Do not install and tighten pipe fittings when the system is 
pressurized 

­ Before tightening the union nut, make sure that the pipeline is 
firmly seated on the shoulder of the pipe fitting body. 

­ Do not mix materials or pipe fitting components from different 
manufacturers, including pipes, clamping rings, union nuts and 
fitting bodies. 

­ Never rotate the screw body. Instead, hold the screw body and 
turn the union nut. 

 

 

Installation instructions ï initial installation 
of compression fittings up to 25mm  

Fig. 31: Installation Instructions ï Initial Installation of 

Compression Fittings up to 25mm 
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Installation instructions ï reassembly of 
compression fittings up to 25mm  

Fig. 32: Installation instructions ï reassembly of compression 

fittings up to 25mm 
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7.3 Leak testing  

 

ATTENTION! 

The tightness of the mechanical interfaces must be ensured!  

This must be proven by means of a leak test.  

  

¤ For overall safety, the device must be tested for leaks before each commissioning. 

¤ In addition, after each opening of screw connections, e.g. after connecting the media feeders, as well as 
quarterly, carry out a leak test. 

  

 

HINT! 

The leak test must be carried out using a suitable method 

Check with the operator which method (e.g. visual inspection) is 

suitable. 

Leakage of hazardous substances   

 

DANGER!  

Danger when using harmful liquids!  

Harmful liquids can cause personal injury if released!  

­ Always check the device for leaks. 

­ Never use media other than those intended for the device 
(suitability seals). 

­ If in doubt, carry out a leak test and rinse the appliance again 
before operation. 
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7.4 Bleeding the dosing pump  

 Harmful liquids   

 

WARNING!  

Danger when using harmful liquids!  

Harmful liquids can cause personal injury if released.  

­ Various liquids can be used (irritant, corrosive, toxic, explosive, 
flammable and radioactive as well as others are possible).  

­ The safety data sheets of the hazardous substances used must 
be observed. 

­ Work such as assembly, maintenance and repair may only be 
carried out by competent specialist personnel with personal 
protective equipment and instruction in the handling of hazardous 
substances. 

­ Before starting maintenance, repairs or dismantling, all shut-off 
valves in the supply lines must be closed. The entire piping 
system, including media-carrying components, must then be 
depressurized, emptied and flushed in such a way that there are 
no more dangerous residues.  

­ In the event of leaks in media-carrying components and/or the 
entire piping system, avoid touching the liquid.  

­ In case of contact (skin, eyes or ingestion) with harmful liquids, 
check whether first aid and further immediate measures or further 
professional medical treatment is necessary. 
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Pressure pipes and components   

 

WARNING!  

Risk of injury to pressurized cables and components!  

If pressure pipes or components are not installed properly, liquids 
can leak under high pressure and cause cuts or penetrate deep 
into the body.  

­ If leaks or damage to pressure pipes or components are detected, 
switch off the device immediately and secure it against 
reconnection. 

­ Work on pressure pipes and components may only be carried out 
by competent specialist personnel. 

­ Before starting work on pressure pipes and components, first 
depressurize the pressure system, relax the pressure accumulator 
and check the pressure system for freedom from pressure. 

­ Always comply with permissible pressure settings. 

­ Correct installation also includes the specific selection of the 
appropriate hoses, connections, sealants and pipes according to 
the corresponding technical data. All components used must meet 
the requirements. 

­ The information in the operating instructions must be adhered to 

  

 

HINT! 

To ensure proper operation of the dosing pump, the system must be 

vented before commissioning. 
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Bleeding the WADose before commissioning is mandatory, as the pump is not self-priming and air or gas in the pump 
head leads to irregularities in the pumping behavior. 
Furthermore, dry running of the dosing pump leads to considerable wear and tear and even to a defect in the dosing 
pump. 
When using a mass flow meter, gas bubbles in the system can lead to incorrect measurements. 
 
The bleeding of the dosing pump must be carried out as follows:  

 

1. Prepare venting  

 

a. In the case of a non-pressurized storage 

container, place the syringe on the vent line with 

adapter (Fig. 33). 

b. For a pressurized storage tank, connect a 

transparent hose or piping for a suitable 

collection vessel. 

Prepare vent (syringe)  Fig. 33: Prepare vent (syringe) 

  

 

2nd Open the bleed valve (turn 1 turn to the left) (Fig. 34). 



 

Compact High Pressure Metering Pump (HPLC)   

Installation and initial commissioning  
 

72 Manual - WADose-LITE-HP_V3.4_Rev.002_EN.docx 

 

Open vent valve  Fig. 34: Open the bleed valve 
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3. Vent  

 

a. If the liquid is not pressurized, bleed (suction) 

the supply line with the syringe. To do this, pull 

the syringe plunger out of the syringe barrel in 

the direction of the arrow (Fig. 35). 

b. In the case of pressurized liquid supply, allow 

the liquid to flow into the syringe by means of a 

transparent hose or tube from the vent 

connection into a suitable collection vessel. If 

necessary, the shut-off valve between the 

original and the dosing pump must be opened. 

Vent  Fig. 35: Venting 

  

 

HINT! 

The system is fully vented when the incoming liquid in the syringe 

barrel or transparent hose is bubble-free. 

If necessary, repeat the bleeding process until the system is filled 

with liquid. 

If necessary, the syringe can be unscrewed from the adapter to 

empty the syringe and repeat the bleeding process. 
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4th Close the bleed valve by turning it to the right (Fig. 36). 

Close the vent valve  Fig. 36: Close the vent valve 

  

 

HINT! 

The vent valve must be closed firmly and without any aids! 

Before any dosing activity, it must be ensured that the vent valve is 

closed so that no liquid can escape. 
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7.5 Electrical interfaces  

 

HINT! 

Property damage due to wrong power supply! 

Using the wrong power supply can cause property damage to the WADose.  

Only use suitable power supplies from Flusys GmbH. 

 

The device must be supplied with voltage and grounded by the operator.  

For the electrical power supply (100-240V AC, 50 Hz), a power supply and a power cable are included in the scope of 

delivery.  

If required, electrically connect optional external signals for control, evaluation or other external hardware (ext. pressure 

sensor, shut-off valves; see chapter 7.6.2 Connection interface I/O). 

If necessary, connect optional hardware electrically, e.g. a Bronkhorst mass flow meter (7.6.1 Connection Bronkhorst mass 

flow meter) 

 

 

Electrical interfaces  Fig. 37: Electrical Interfaces 
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The electrical connection must be carried out as follows:  

 

 

1st Connect the supplied power supply to the 24 VDC input 

of the dosing pump (Fig. 38). 

Position 1: 24V DC input  Fig. 38: 24V DC input 

  

 

2. Connect the power supply (2) to the mains (100 ï 240 

VAC, 50 Hz) using the supplied power cable (1). (Fig. 

39). 

Power cord and power adapter  Fig. 39: Power cord and power adapter 

  

 

3rd Connect a ground wire to the existing ground point. Care 

must be taken to ensure that the earthing is sufficiently 

dimensioned (Fig. 40).  

Position 4: Grounding  Fig. 40: Grounding 
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7.6 Optional Connectors  

7.6.1 Connection Bronkhorst mass flow meter  

 

HINT! 

Property damage due to pressure! 

The pressure rating of the sensor must be at least equal to the 

process pressure or pump pressure. 

Set/check overpressure cut-off. 

Use a suitable sensor. 

  

 

HINT! 

The flow meter must be installed behind the pump (output). 

 

In order to determine the flow rate of the WADose via e.g. weight or mass, an optional sensor is required. An internal or 

external setpoint serves as a default. 

 

The connection of the Bronkhorst mass flow meter is to be carried out as follows:  

 

 

1st Mechanically connect the Bronkhorst mass flow meter 

with the dosing pump and the process in the following 

order (Fig. 41). 

 

¤ Output pump 

¤ Input Mass Flow Meter 

¤ Mass Flow Meter Output 

¤ Subsequent process 

Connecting the mass flow meter  Fig. 41: Connecting the Mass Flow Meter 
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2nd Electrically connect the mass flow meter to the LFC 

interface using the connector on the back of the 

WADose. 

3rd If necessary, tighten the fastening screws of the 

connector with a screwdriver. 

 

Plug in the termination plug  Fig. 42: Plug in the termination plug 

  

 

4th The appropriate settings in the dosing pump must be 

checked or entered. Open the "Settings" menu ("Press 

and hold the SET" button >2 s).  

 

a. Menu "Settings/Mode": Set controller mode (see 

chap. 8.5 Mode) 

 

b. Menu "Settings/Hardware/Bronkhorst Sensor": 

Measuring range etc. (see chap. 8.8.3 

Bronkhorst Sensor) 

 

 

Adjust settings  Fig. 43: Adjust Settings 
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7.6.2 Connection interface I/O  

 

HINT! 

Property damage due to incorrect connection or incorrect 

adjustment! 

The pressure sensor is used, among other things, to switch off 

safety in the event of overpressure.  

Only connect pressure sensors with signal 4-20mA or 0-10V 

(depending on the type, WADose ïU for voltage or WADose ïI for 

current). 

The correct full scale value must be set in the pressure sensor 

settings. The external pressure sensor must be mechanically 

connected at the outlet of the pump. 

  

 

HINT! 

Property damage due to incorrect connection or overload! 

The voltage of the switching output is 24Vdc with a max. load 

capacity of 0.5A. 

Only connect suitable valves and consumers, pay attention to the 

polarity during connection if necessary. 

 

The Sub-D15 socket can be used to feed in or tap various analog and digital signals from an optional customer's external 

control and evaluation. 
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Interface I/O  Fig. 44: Interface I/O 

 

No. Designation/PIN  Description  

1 1 Ground (GND), 0Vdc 

2 2 
Actual output 0..10V / 4..20mA  

(only with Bronkhorst mass flow meter connected)  

3 3 
Setpoint input 0..10V / 4..20mA  

(only with Bronkhorst mass flow meter connected)  

4 4 Print Alarm (Digital Out COM) 

5 5 Pressure Sensor Actual Output 0..10V / 4..20mA 

6 6 Setpoint input for controlling the degree of control 0..10V / 4..20mA 

7 7 Relay Switch Contact Pressure Alarm (Digital Out NC) 

8 8 Externer Start/Stopp +24Vdc (digital In 1) 

9 9 Externer Alarm/Counter reset +24Vdc (digital In 2) 

10 10 Relay switching contact (digital Out 2 NO) 

11 11 Relay switch contact (digital Out 2 COM) 

12 12 Relay switching contact (digital Out 2 NC) 

13 13 External pressure sensor actual input (0..10V or 4-20mA) 

14 14 Relay Switch Contact Pressure Alarm (Digital Out NO) 

15 15 +24 Vdc / 1A max. 

Tab. 24: Electrical Interfaces 

 

After connecting I/O signals, the appropriate settings in the dosing pump must be checked or entered.  

 

Open the "Settings" menu ("Press and hold the SET" button >2 s). 

 

menu "Interfaces" and adjust it if necessary (see chapter 1). 8.8 Interfaces) 

 

  



 

 Compact High Pressure Metering Pump (HPLC)   

Installation and initial commissioning  
 

Manual - WADose-LITE-HP_V3.4_Rev.002_EN.docx 81 

 

 

Connection diagram interface I/O 1/2  Fig. 45: Connection diagram interface I/O 1/2 
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Connection diagram interface I/O 2/2  Fig. 46: Connection diagram interface I/O 2/2 
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7.6.3 Connection heat exchanger  

Hot/cold surfaces   

 

WARNING!  

Danger from high or low temperature!  

An unprotected heat exchanger can lead to combustion or 
hypothermia.  

­ At temperatures above 35°C or below 5°C, the heat exchanger 
must be protected from contact.  

­ Attach suitable insulation. 

­ Attach a warning to the heat exchanger or insulation. 

 

The heat exchanger consists of a brass block with internal and circumferential channels for the cooling or heating fluid of 

an external thermostat. The holes are tightly sealed with an expander to the outside and must not be opened. 

Depending on the temperature range used, insulation to be installed on site must be installed. In addition to heat losses, 

this protects against dangers arising from the high or low temperature of the temperature control fluid. 

 

Required tools  ¤ Allen key 3mm 

¤ Allen Wrench 4mm 

Required components (customer's)  ¤ 2 pieces of fittings (G1/8" male thread) 

¤ 2 pieces of suitable sealing washers 

 

The installation of the heat exchanger must be carried out as follows:  

 

 

1. Unscrew the plug screws with a 3mm Allen key and store 

them for later use (transport, storage, etc.) (Fig. 47). 

Install suitable fittings with a G 1/8" male thread and a 

suitable seal in each case. 

Fittinge Mounting  Fig. 47: Fittinge Mounting 
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2nd Remove the adhesive strip attached to protect the 

pressure plugs from falling out (Fig. 48). 

 

Remove adhesive strips  Fig. 48: Remove adhesive strips 

  

 

3rd Slide the heat exchanger all the way onto the pump head 

and use a hexagon wrench to tighten the fastening 

pressure plugs hand-tightly. 

Finally, the supply lines of the coolant or heating fluid can 

be mounted on the fittings (Fig. 49). 

Installing the heat exchanger  Fig. 49: Installing the heat exchanger 
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7.7 Switch on the dosing pump  

 

HINT! 

Property damage due to unusual noises in the device! 

Unusual noises in the device can be the cause of property damage, 

which can increase if ignored and lead to loss of production. 

In case of unusual noises, immediately switch off the device 

according to the shutdown procedure. 

  

 

HINT! 

If a flow meter is connected, it should be supplied with voltage for 

about half an hour in order to achieve the specified accuracy. 

  

 

HINT! 

After a power interruption, the process values are set to ï 0! 

When restarting after a power supply failure, the setpoint must be 

reset in the main menu. 

 

The prerequisite for operation is that the pump is vented (see chapter 7.4 Bleeding the dosing pump). 

 

The dosing pump must be switched on as follows:  

 

 

1st Switch on the device with an on/off switch (Fig. 50). 

Check the settings for operating mode, pump head, 

pressure sensor and, if necessary, Bronkhorst sensor in 

the WADose (see chapter 1). 8.3 Settings). 

Turn on the device  Fig. 50: Turn on the device 
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7.8 Test run with suitable medium  

 

HINT! 

The execution of the test run depends on the operating conditions of 

the system at the point of use and must be determined by the 

operator. 

 

Sequence:  

1st Perform a test run with a suitable medium. 

2nd Switch device to process medium. 
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8 Operation and software  

8.1 Overview membrane keypad  

 

 

Membrane keyboard  Fig. 51: Membrane Keypad 

 

8.1.1 Display  

After starting the WADose, the Start menu opens. The Start menu is set to Design 1 in the default configuration  . Depending 

on the visualization request, the equivalent variants Design 2 and Design 3 or the special Design 4 (Counter) can also be 

set in the "Settings/Display" menu. 

 

 

 Home Display  Fig. 52: Home Display 
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8.1.2 Controls  

The WADose is controlled via an operating keypad with which various menus can be selected or parameters can be set. 

 

 

Controls  Fig. 53: Controls 

 

The foil pushbuttons are dynamically assigned the required functions. The following table lists the different cases and key 

functions. As a reminder, the display visualizes the corresponding function assignments in many menus by means of 

small pictograms. Deactivated buttons are grayed out. 

 

Symbol  1. Case - Start Menu  Case 2 - Menu selection  Case 3 - Value Input  

 

¤ Setpoint input ¤ Upstairs ¤ Increase value 

 

¤ Counter Menu*** ¤ Down ¤ Decrease Value 

 

¤ Acknowledge System 
Message 

¤ Demolition/Back ¤ To the left 

 

¤ Trend Menu, 

­ PID-Settings*** 

¤ Open submenu ¤ Right 

 

¤ Menu entrance  

 (>2s hold) 

¤ Set selection ¤ Set selection 

 

¤ Start/Stop ¤ - ¤ Back 

 

¤ >2 s for purge/flush function ¤ - ¤ Reset value (to 0) 

Tab. 25:Controls 
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Keyboard Navigation  Version 1  Abb. 54: Keyboard Navigation Version 1 

 

No. Designation  Description  

1 Arrow key Ŷ Jump to the left 

2 Arrow key ŷ Value higher 

3 Arrow key Ÿ Jump to the right 

4 Start/stop button  Back without taking over the value 

5 Purge-Taste  Reset value (to 0) 

6 Set-Taste Back with Adoption of Values 

7 Arrow key Ź Value lower 

Tab. 26: Keyboard-Navigation Version 1 

 

 

Keyboard -Navigation  Version 2  Abb. 55: Tasten-Navigation Version 2 

 

No. Designation  Description  

1 Arrow key Ŷ Back without transferring settings 

2 Arrow key ŷ Selection to top 

3 Arrow key Ÿ Other Settings (Submenus) 

4 Set-Taste Set selection 

5 Arrow key Ź Selection down 

Tab. 27: Keyboard-Navigation Version 2 
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Keyboard -Navigation Version 3  Abb. 56: : Keyboard-Navigation Version 3 

 

No. Designation  Description  

1 Arrow key Ŷ Back  

2 Arrow key ŷ Selection to top 

3 Arrow key Ÿ Other Settings (Submenus) 

4 Arrow key Ź Selection down 

Tab. 28: : Keyboard-Navigation Version 3 

 

 

Keyboard -Navigation Version 4  Abb. 57: : Keyboard-Navigation Version 4 

 

No. Designation  Description  

1 Arrow key Ŷ Back  

2 Arrow key ŷ Selection to top 

3 Arrow key Ÿ Other Settings (Submenus) 

4 Arrow key Ź Selection down 

Tab. 29: : Keyboard-Navigation Version 4 
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Keyboard -Navigation Version 5  Abb. 58: Keyboard-Navigation Version 5 

 

No. Designation  Description  

1 Arrow key Ŷ Back  

2 Arrow key Ÿ Jump to the right 

Tab. 30: Keyboard-Navigation Version 5 

 

 

Keyboard -Navigation Version 6  Abb. 59: Keyboard-Navigation Version 6 

 

No. Designation  Description  

1 Arrow key Ŷ Back without transferring settings 

2 Arrow key ŷ Selection to top 

3 Arrow key Ÿ Jump to the right 

4 Set-Taste Set selection 

5 Arrow key Ź Selection down 

Tab. 31: Keyboard-Navigation Version 6 
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8.2 Menu 

 

Menu Fig. 60: Menu navigation 
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8.3 Settings  

Access to the settings is done in the start menu via the "SET" button (hold down > 2s). The entry menu is the "Settings" 
menu with further submenus. These are fully accessible when the dosing pump has the operating status "Stop" and the 
password has been entered. An overview of the complete menu structure can be found in the chapter 8.2 of this 
instruction manual. For navigation and value entry via the foil pushbuttons, please note the notes in the chapter 8.1.2 
Controls. 
 

 

Settings  Fig. 61: Settings 

 

No. Designation  Description  

1 Menu item "Password" 
With the arrow key Ÿ, the submenu appears with the option to enter the 

password 

2 Menu item "Mode" With the arrow key Ÿ, the submenu of different modes appears. 

3 
Menu item "Hardware" With the arrow key Ÿ, the submenu with the various hardware options 

appears 

4 Menu item "Language" With the arrow key Ÿ, the submenu for setting the language appears 

5 Menu item "Info" Use the Ÿ arrow key to display information about status and parameters 

6 
Menu item "Display" With the arrow key Ÿ, the submenu appears with the possibility to change the 

display. 

Tab. 32: Settings 
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8.4 Password  

The "Password" menu is used to turn the password prompt on or off. When using for the first time, the password must be 
entered (set to "inactive"). It reads: 1234. 
 

 

Password  Fig. 62: Password 

 

No. Designation  Description  

1 Selection "active" To activate the password 

2 Selection "inactive" To disable the password 

Tab. 33: Password 

 

 

Password  Fig. 63: Password entry 

 

No. Designation  Description  

1 Digit input With the arrow keys ŷŹ you can enter the password. "Set" confirms the entry. 

Password: 1 2 3 4 

Tab. 34: Password 
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8.5 Mode 

The "Mode" menu is used to select the operating mode and set the flush mode. 

Select "Simple Mode" for the normal pump function in stand-alone operation. Select "Controlled Mode" for combined 

operation with a Bronkhorst mass flow meter. 

For all selection points in the "Mode" menu, there are further submenus and optional selection or input options with the 

"Right" button. 

 

 

Password  Fig. 64: Password 

 

No. Designation  Description  

1 Select "Simple Mode" To select Simple Mode mode. 

2 Selected "Controlled 

Mode" 

To select the Controlled Mode mode 

3 Purge setting  Set the flush mode (purge). 

4 Purge Timeout Setting the time duration of the rinse mode 

Tab. 35: Password 
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8.5.1 Simple Mode  

In the "Simple Mode" submenu, the setpoint and measured value units can be viewed and changed. Furthermore, it is 
possible to enter a calibration factor if you want to pump a medium other than water. 
 

 

Simple Mode  Abb. 65: Simple Mode 

 

No. Designation  Description  

1 Selection "Setpoint unit" To select the setpoint type or unit 

2 Selected "Measured unit " To select the measurement unit 

3 Selection "Calibration" Choice between factory calibration or a scaling factor 

Tab. 36: Simple Mode 
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8.5.1.1 Unit setpoint  

 

HINT! 

The setpoint unit can only be changed for the setpoint type "volume 

flow". "RPM" and "Actuator" cannot be changed in the unit. 

 

 

Setpoint Type  Fig. 66: Setpoint Type 

 

No. Designation  Description  

1 Selection of setpoint type 

"Volume flow" 

To set the setpoint type "Volume flow", select with the arrow keys ŷŹ and 

select with the "Set" key.  

2 Selection of setpoint type 

"RPM" 

To set the setpoint type "RPM", select with arrow keys ŷŹ and select with 

"Set" key. 

3 Selection of setpoint type 

"Degree of control" 

To set the setpoint type "Degree of Adjustment", select with arrow keys ŷŹ 

and select with "Set" key. 

Tab. 37: Setpoint Type 
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Unit setpoint  Fig. 67: Set point unit 

 

No. Designation  Description  

1 ml/min Select the setpoint unit ml/min with the "Set" button. 

2 ml/h Select the setpoint unit ml/h with the "Set" button. 

3 ul/min Select the setpoint unit ul/min with the "Set" button. 

4 ul/h Select the setpoint unit ul/h with the "Set" button. 

Tab. 38: Unit setpoint 
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8.5.1.2 Measured value unit  

 

Measured value type  Fig. 68: Measured value type 

 

No. Designation  Description  

1 Selection of measured 

value type "Flow" 

To set the setpoint type "Flow", select with arrow keys ŷŹ and select with "Set" 

key. 

2 Selection of measured 

value type "RPM" 

To set the setpoint type "RPM", select with arrow keys ŷŹ and select with 

"Set" key. 

3 Selection of measured 

value type "Degree of 

control" 

To set the setpoint type "Degree of Adjustment", select with arrow keys ŷŹ 

and select with "Set" key. 

Tab. 39: Measured value type 

 

 

Measured value unit  Fig. 69: Measured value unit 

 

No. Designation  Description  

1 Selection of measured 

value unit 

ĂMassestromñ 

To set the measured value unit "Mass Flow", select with the arrow keys ŷŹ 

and select with the "Set" key. 

2 Selection of the measured 

value unit "volume flow" 

To set the measured value unit "Volume flow", select with the arrow keys ŷŹ 

and select with the "Set" key. 
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3 Selection of measured 

value unit "akt. Volume 

flow" 

To set the measured value unit "akt. Volume Flow" with the ŷŹ arrow keys and 

select it with the "Set" key. 

Tab. 40: Measured value unit 

 

Mass Flow Unit  Fig. 70: Mass Flow Unit 

 

No. Designation  Description  

1 kg/h Select the mass flow unit kg/h with the "Set" button. 

2 kg/min Select the mass flow unit kg/min with the "Set" button. 

3 kg/s Select the mass flow unit kg/s with the "Set" button. 

4 g/h Select the mass flow unit g/h with the "Set" button. 

5 g/min Select the mass flow unit g/min with the "Set" button. 

6 g/s Select the mass flow unit g/s with the "Set" button. 

7 mg/h Select the mass flow unit mg/h with the "Set" button. 

8 mg/min Select the mass flow unit mg/min with the "Set" button. 

9 mg/s Select the mass flow unit mg/s with the "Set" button. 

10 special Select the mass flow unit special with the "Set" button. 

Tab. 41: Mass Flow Unit 

  



 

 Compact High Pressure Metering Pump (HPLC)   

Operation and software  
 

Manual - WADose-LITE-HP_V3.4_Rev.002_EN.docx 101 

 

 

Volume Flow Unit  Fig. 71: Volume Flow Unit 

 

No. Designation  Description  

1 l/min Select the volume flow unit l/min with the "Set" button. 

2 ml/h Select the volume flow unit ml/h with the "Set" button. 

3 ml/min Select the volume flow unit ml/min with the "Set" button. 

4 w/h Select the volume flow unit l/h with the "Set" button. 

5 mm³/s Select the volume flow unit mm³/s with the "Set" button. 

6 cm³/min Select the volume flow unit cm³/min with the "Set" button. 

7 m³/hr Select the volume flow unit m³/h with the "Set" button. 

8 ɛp/min Select the volume flow unit ul/min with the "Set" button. 

9 Special Select the volume flow unit special with the "Set" button. 

Tab. 42: Volume Flow Unit 
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Act. Volume Flow Unit  Fig. 72: Akt. Volume Flow Unit 

 

No. Designation  Description  

1 l/min Select the AltVolume Flow Unit l/min with the "Set" button. 

2 ml/h Select the volume flow unit ml/h with the "Set" button. 

3 ml/min Select the volume flow unit ml/min with the "Set" button. 

4 l/h Select the volume flow unit l/h with the "Set" button. 

5 mm³/s Select the volume flow unit mm³/s with the "Set" button. 

6 cm³/min Select the volume flow unit cm³/min with the "Set" button. 

7 m³/h Select the volume flow unit m³/h with the "Set" button. 

8 ul/min Select the volume flow unit ul/min with the "Set" button. 

9 Special Select the volume flow unit special with the "Set" button. 

Tab. 43: Act. Volume Flow Unit 
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8.5.1.3 Calibration  

The WADose pump is factory calibrated for water. If the WADose is operated with another fluid, there may be deviations 

in the quantities to be pumped. In this case, a correction can be stored for each pump head. This correction can be 

determined, for example, by means of a Bronkhorst mass flow meter or a scale and entered here. The factor can be 

changed from 0.500 to 2.000.  

 

 

Calibration  Fig. 73: Calibration 

 

No. Designation  Description  

1 Select "Factory 

Calibration" 

Factory Calibration Curve Selection 

2 User Correction selection User Calibration Curve Selection 

3 Display Factor Displays the current user correction.  

Tab. 44: Calibration 
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HINT! 

An incorrect correction factor can lead to incorrect dosing. 

 

 

 

Calibration User Correction  Fig. 74: Calibration User Correction 

 

No. Designation  Description  

1 Input Correction Factor Correction factor for e.g. media other than water. 

2 Possible input range Factor input from 0.500 to 2.000 

Tab. 45: Calibration User Correction 
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8.5.2 Controlled Mode  

The "Controlled Mode" submenu displays the control parameters PID and filters of the output signal. These can be 
selected and changed using the arrow keys. Furthermore, you can get into the trend display. 
 

 

HINT! 

Changes to the control parameters have a direct influence on the 

control in the controlled mode of the WADose. The parameters are 

stored in the mini-Cori flow sensor. 

 

 

Controlled Mode  Abb. 75: Controlled Mode 

 

No. Designation  Description  

1 Value field "Kp" Shows the value "Proportional Proportion" as a factor 

2 Value field "Ti" Displays the value "Integral Portion" in seconds 

3 Wertefeld "Td" Displays the Differential Fraction value in seconds 

4 Wertefeld "Sensor 

smoothingñ 

This factor is used to suppress the signal coming from the sensor circuit 

before the signal is further processed. 

5 Wertefeld ĂDyn. display 

filterñ 

Enter the required factor for the dynamic display filter. 

6 Wertefeld ĂStat. display 

filterñ 

Enter the required factor for the static display filter. 

7 Trend submenu The trend display appears, target and actual values are displayed graphically. 

Tab. 46: Simple Mode 

 

 

HINT! 

For more information, see User Manual "Operating Manual Digital 

Mass Flow and Pressure Meters/Controllers, Parameters and 

Characteristics" (Doc. No. 9.19.023). 
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8.5.3 Purge Mode  

The "Purge Mode" submenu is where the settings for rinsing are made. The flush mode can be set from 0... 100% 
adjusted. Furthermore, you can set the time in the purge timeout. 
The "Purge Mode" becomes active in the main menu by pressing the "Purge" button for more than 2 seconds. 

 

 

Purge Mode  Abb. 76: Purge Mode 

 

No. Designation  Description  

1 "Purge" attitude Setting the "Purge" speed 0..100% 

2 Possible input range Factor input from 0 to 100% 

Tab. 47: Purge Mode 
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8.5.4 Purge Timeout  

 

Purge Timeout  Abb. 77: Purge Timeout 

 

No. Designation  Description  

1 "Purge Timeout" setting Setting the "Purge" duration 0... 30 min 

2 Possible input range Factor input from 0 to 30 min 

Tab. 48: Purge Timeout 
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8.6 Hardware  

The Hardware menu is used to set the operating mode selected in the Mode menu,  as well as to set the external inputs 
and outputs. The dosing range or the pump head used is also set here. 
 

 

Hardware  Abb. 78: Hardware 

 

No. Designation  Description  

1 Menu item "Pump head" Go to the Pump Head menu. 

2 Menu item "Interfaces" Switch to the Interfaces menu 

3 Menu item "Pressure 

sensor" 

Switch to the Pressure Sensor menu. 

4 Menu item "Bronkhorst 

Sensor" 

Switch to the Bronkhorst Sensor menu when a mini-Cori flow sensor is 

connected. 

5 Menu item "Save settings" Go to the Back Up Settings menu 

6 Menu item "Load settings" Go to the Load Settings menu 

7 Menu item "Firmware 

update" 

Switch to the Firmware update menu 

Tab. 49: Hardware 
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8.7 Pump head  

In the pump head menu, there is the option to select one of the three pump heads. It is particularly important to select the 
currently mounted head. This is marked on the front with a letter "a", "m" or "p". When changing the pump head, e.g. "a" 
to "m", a manual software changeover is inevitably necessary. 
 
There is also a distinction between the ball valves. If double ball valves are used in the check valves, please set them 
here. Single ball valves are installed and adjusted as standard. 
 

 

HINT! 

Property damage caused by selecting the wrong pump head! An 

incorrectly selected pump head can cause property damage to the 

WADose. 

Just select the right pump head. 

 

 

Pump head  Fig. 79: Pump head 

 

No. Designation  Description  

1 Pump head display "m" Shows the selectable pump head as well as the current scaling 

2 Pump head display "a" Shows the selectable pump head as well as the current scaling 

3 Pump head indicator "p" Shows the selectable pump head as well as the current scaling 

4 Indicator Ball Valves Displays the currently selected ball valves  

Tab. 50: Pump head 
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8.7.1 Pump Head Scaling  

 

HINT! 

The scaling of a pump head is only necessary when using the 

controlled mode and/or with an external analog control.  

In Simple Mode without external analog control, scaling is not 

possible! 

  

 

HINT! 

The following pump heads and dosing ranges can be selected: 

¤ m-head 0.02 .. 2 ml/min 

¤ m-head 0.005 .. 0.5 ml/min 

¤ m-head 0.001 .. 0.1 ml/min 

 

¤ a-head 0.1 .. 10 ml/min 

¤ a-head 0.025 .. 2.5 ml/min 

¤ a-head 0.005 .. 0.1 ml/min 

 

¤ p-head 0.4 .. 40 ml/min 

¤ p-head 0.1 .. 10 ml/min 

¤ p-head 0.02 .. 2 ml/min 

 

 

Pump Head Scaling  Fig. 80: Pump Head Scaling 
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8.7.2 Ball valves  

In the pump head menu, a distinction must be made between standard or double ball for the valve type. In Simple Mode 
this is mandatory, in Controlled Mode this setting has no influence. In the main menu, the selected valve type is indicated 
by an "s" (standard) or "d" (double ball) after the selected head type. 
 
The valve type is confirmed by pressing the SET button for more than 2 seconds. 
 

 

Kugelventile  Fig. 81: Ball Valves 

 

No. Designation  Description  

1 Standard valves Selection of standard valves 

2 Double Ball Valves Selection of Double Ball Valves 

Tab. 51: Ball valves 
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8.8 Interfaces  

The Interfaces menu is used to determine via an external setpoint or via the remote-controlled start/stop function. 

 

 

HINT! 

The "shut-off valve" function is linked to the start and stop of the 

WADose, i.e. when the pump is started, a connected valve is 

switched. 

  

 

HINT! 

Property damage due to incorrect connection or overload! 

The voltage of the switching output is 24Vdc with a max. load 

capacity of 0.5A. 

Only connect suitable valves and consumers, pay attention to the 

polarity during connection if necessary. 

 

 

Interfaces  Fig. 82: Interfaces 
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No. Designation  Description  

1 Selection "external 

setpoint" 

When activated, an external setpoint of 0-10 V/4.20 mA (depending on the 

version) is possible  

2 Select "ext. Start/Stop" When activated, an ext. Start/stop signal for the dosing pump possible. 

3 
Selection "Shut-off valve" 

When activated, an external shut-off valve can be controlled from the dosing 

pump, which is switched with start/stop. 

4 Select "external pressure 

sensor" 

When activated, it is possible to connect an external pressure sensor. With 

the arrow key Ÿ further submenus are possible. 

5 Selection "RS-485" 

interface 

When activated, communication via RS-485 is possible. The communication 

parameters must be set accordingly in the submenus. 

6 Selection "RS-232" 

interface 

When activated, communication via RS-232 is possible. The communication 

parameters must be set accordingly in the submenus. 

7 
Select "USB" interface 

When activated, communication via USB is possible. The communication 

parameters must be set accordingly in the submenus. 

Tab. 52: Interfaces 

 

 

Communication settings  Fig. 83: Attitude Communication 
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8.8.1 External sensor  

In the External Pressure Sensor menu, settings for the pressure sensor can be checked and changed. 

 

 

HINT! 

The external pressure sensor must be connected to pin 13 of the 

external I/O interface. 

  

 

HINT! 

Property damage due to incorrect connection or incorrect 

adjustment! The pressure sensor is used, among other things, to 

switch off safety in the event of overpressure. 

Only connect pressure sensors with a signal of 4-20mA or 0-10V 

(depending on the type, WADose ïU for voltage or ïI for current). 

The correct full scale value must be set in the pressure sensor 

settings. 

The external pressure sensor must be mechanically connected at 

the outlet of the pump. 

Pressure pipes and components   

 

WARNING!  

Risk of injury to pressurized cables and components!  

When using the HT variant without an external pressure 
sensor, components/piping can burst and hot liquids can leak 
under high pressure, leading to severe burns.  

­ The use of the HT variant is recommended with an external 
pressure sensor in order to react to high pressures with 
shutdown. 

­ If leaks or damage to pressure pipes or components are 
detected, switch off the device immediately and secure it 
against restarting. 

­ Work on pressure pipes and components may only be carried 
out by competent specialist personnel. 

­ Before starting work on pressure pipes and components, first 
depressurize the pressure system, relax the pressure 
accumulator, check the pressure system for freedom from 
pressure and allow the entire system to cool down. 

­ Correct installation also includes the specific selection of the 
appropriate hoses, connections, sealants and pipes according 
to the corresponding technical data. All components used must 
meet the requirements. 

­ Carry out a documented pressure test with sufficient overload 
of the maximum operating pressure! 

­ The information in the operating instructions must be observed. 
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Warning Pressure Sensor  Fig. 84: Warning Pressure Sensor 

 

The message is confirmed by pressing the SET button for more than 2 seconds, after which you get to the setting 
options of the pressure sensor. 
 

 

External sensor  Fig. 85: External sensor 

 

No. Designation  Description  

1 Unit setting  Unit selection in "bar" or "psi". 

2 Measurement Range 

Setting  

External pressure sensor measurement range input 

3 Offset setting Input of an offset/zero point correction  

4 Setting "max. pressure" Input of maximum pressure for pressure cut-off 

5 Setting "min. pressure" Input of the minimum pressure for under-pressure shutdown (dry running 

shutdown) 

6 Delay setting  Enter a delay time. Applies only to the minimum pressure! 

7 Unit setting  Unit selection in "bar" or "psi". 

Tab. 53: Interfaces 
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8.8.2 Pressure sensor  

Pressure pipes and components   

 

WARNING!  

Risk of injury to pressurized cables and components!  

If the "max. pressure" limit is too high, components can burst or 
liquids can leak under high pressure and cause cuts or penetrate 
deep into the body.  

­ If leaks or damage to pressure pipes or components are detected, 
switch off the device immediately and secure it against 
reconnection. 

­ Work on pressure pipes and components may only be carried out 
by competent specialist personnel. 

­ Before starting work on pressure pipes and components, first 
depressurize the pressure system, relax the pressure accumulator 
and check the pressure system for freedom from pressure. 

­ Always comply with permissible pressure settings. 

­ Correct installation also includes the specific selection of the 
appropriate hoses, connections, sealants and pipes according to 
the corresponding technical data. All components used must meet 
the requirements. 

­ The information in the operating instructions must be observed. 

­ Set the value "max. limit" of the process arrangement to be 
adjusted. 

Pressure pipes and components   

 

WARNING!  

Risk of injury to pressurized cables and components!  

When using the HT variant without an external pressure sensor, 
components/piping can burst and hot liquids can leak under high 
pressure, leading to severe burns.  

­ The use of the HT variant is recommended with an external 
pressure sensor in order to react to high pressures with 
shutdown. 

­ If leaks or damage to pressure pipes or components are detected, 
switch off the device immediately and secure it against restarting. 

­ Work on pressure pipes and components may only be carried out 
by competent specialist personnel. 

­ Before starting work on pressure pipes and components, first 
depressurize the pressure system, relax the pressure 
accumulator, check the pressure system for freedom from 
pressure and allow the entire system to cool down. 

­ Correct installation also includes the specific selection of the 
appropriate hoses, connections, sealants and pipes according to 
the corresponding technical data. All components used must meet 
the requirements. 

­ Carry out a documented pressure test with sufficient overload of 
the maximum operating pressure! 
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HINT! 

The external pressure sensor must be connected to pin 13 of the 

external I/O interface. 

  

 

HINT! 

Property damage due to incorrect connection or incorrect adjustment! 

The pressure sensor is used, among other things, to switch off safety 

in the event of overpressure. 

Only connect pressure sensors with a signal of 4-20mA or 0-10V 

(depending on the type, WADose ïU for voltage or ïI for current). 

The correct full scale value must be set in the pressure sensor 

settings. 

The external pressure sensor must be mechanically connected at the 

outlet of the pump. 

 

 

Warning Pressure Sensor  Fig. 86: Warning Pressure Sensor 

 
The message is confirmed by pressing the SET button for more than 2 seconds, after which you get to the setting 
options of the pressure sensor. 
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In the Pressure Sensor menu, settings for the pressure sensor can be checked and changed. 
 

 

Pressure sensor  Fig. 87: Pressure sensor 

 

No. Designation  Description  

1 Unit setting  Unit selection in "bar" or "psi" 

2 Measurement Range 

Setting  

Full scale of the integrated pressure sensor 

3 Offset setting Entering an Offset  

4 Setting "max. pressure" Input of maximum pressure for pressure cut-off 

5 Setting "min. pressure" Input of the minimum pressure for under-pressure shutdown (dry running 

shutdown) 

6 Delay setting  Enter a delay time. Applies only to the minimum pressure! 

Tab. 54: Pressure sensor 
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8.8.3 Bronkhorst Sensor  

For the Controlled Mode mode, the required settings are made in the "Bronkhorst Sensor" menu and the submenus. 
 

 

HINT! 

For more information, see User Manual "Operating Manual Digital 

Mass Flow and Pressure Meters/Controllers, Parameters and 

Characteristics" (Doc. No. 9.19.023). 

  

 

HINT! 

The measurement range depends on the connected mass flow 

meter. 

 

 

Bronkhorst Sensor  Abb. 88: Bronkhorst Sensor 

 

No. Designation  Description  

1  Measurement Range 

Setting 

Adjusting the Measurement Range of the Bronkhorst Mass Flow Meter 

2  Unit setting Setting the measuring range unit 

3  Set Point Source setting Switches between different setpoint options, e.g. "BUS/WADose" for digital 

operation or "WADose" for sensor with  Profibus interface and no  Profibus 

connection. 

4  Signal Matching Setting Adjust the control variable of the Bronkhorst mass flow meter to 0...10V 

5  Zero Adjustment setting Setting the zero point of the Bronkhorst mass flow meter 

6 Counter setting  Activating/Setting the Counter 

7 Alarm setting  Activating/setting the alarm 

Tab. 55: Bronkhorst Sensor 
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8.8.3.1 Measuring range unit  

In the menu "Measuring Range Unit" there is the possibility to choose between three different "unit types". 

 

 

Measuring range unit  Fig. 89: Measuring Range Unit 

 

No. Designation  Description  

1  Ground Flow Setting Adjusting the Mass Flow Unit 

2  Volume Flow setting Adjust Volume Flow Unit 

3 Setting "Act. Vol.strom" Adjust Active Volume Flow Unit 

Tab. 56: Measuring range unit 

 

 

Mass Flow Unit  Fig. 90: Mass Flow Unit 
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HINT! 

The volume flow selection is linked to a fixed density. This can be 

entered specifically according to the fluid used. This fixed value 

thus also appears as a density value in the main menu. 

For more information, see User Manual "Operating Manual Digital 

Mass Flow and Pressure Meters/Controllers, Parameters and 

Characteristics" (Doc. No. 9.19.023). 

 

 

Volume Flow Unit  Fig. 91: Volume Flow Unit 

 
 

 

HINT! 

The Akt. Vol. current selection works with the currently measured 

density of the Bronkhorst mass flow meter. This measured value 

thus also appears as a density value in the main menu. 

For more information, see User Manual "Operating Manual Digital 

Mass Flow and Pressure Meters/Controllers, Parameters and 

Characteristics" (Doc. No. 9.19.023). 

 

 

Act. Volume Flow Unit  Fig. 92: Volume flow unit 
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8.8.3.2 Set Point Source  

In the menu "Setpoint Source" the control of the WADose is set. 

 

 

HINT! 

Bus/WADose" setting for digital control via bus of the Bronkhorst 

mass flow meter in "Controlled Mode". 

"WADose" setting for control via the WADose keypad in "Controlled 

Mode". 

"Analog IN" setting for control via analog signals of the Bronkhorst 

mass flow meter in "Controlled Mode". 

For more information, see User Manual "Operating Manual Digital 

Mass Flow and Pressure Meters/Controllers, Parameters and 

Characteristics" (Doc. No. 9.19.023). 

 

 

Set Point Source  Fig. 93: Setpoint Source 

 

No. Designation  Description  

1 Bus/WADose Setting for digital control via bus of the Bronkhorst mass flow meter in 

"Controlled Mode" 

2 WADose Setting for control via control keypad of the WADose in "Controlled Mode" 

3 Analog IN Setting for control via analog signals of the Bronkhorst mass flow meter in 

"Controlled Mode" 

Tab. 57: Set Point Source 
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8.8.3.3 Signal Matching  

In the "Signal Adjustment" menu, the necessary adjustment of the control output of a Bronkhorst mass flow meter (e.g. 

mini-Cori Flow) is made automatically. For operation with the WADose, the control variable of the device is adjusted to 0-

10 V. The comparison is possible with Bronkhorst measuring devices that use MBCII and MBC3 boards (as of 05/2019). 

 

 

Signal Matching  Fig. 94: Signal Matching 

 

No. Designation  Description  

1 Start Routine selection Starts the automatic adjustment of the control variable to 0-10V. Press and 

hold the "Set" button >2s. 

2 Warning Displays a warning 

3 Hint Notice field indicates the implementation  

Tab. 58: Signal Matching 

 
  



 

Compact High Pressure Metering Pump (HPLC)   

Operation and software  
 

124 Manual - WADose-LITE-HP_V3.4_Rev.002_EN.docx 

 

8.8.3.4 Zero adjustment  

In the "Zero point adjustment"  menu, a comparison of the zero point of a Bronkhorst mass flow meter (e.g. mini-Cori Flow) 

can be made automatically. 

 

 

HINT! 

Improper setting of the zero point has a significant impact on the 

accuracy of the connected sensor. The adjustment must be carried 

out without flow and, if possible, under process conditions! 

 

 

Zero adjustment  Fig. 95: Zero Adjustment 

 

No. Designation  Description  

1 Start Routine selection Starts the automatic adjustment of the zero point. Press and hold the "Set" 

button >2s. 

2 Warning Displays a warning 

3 Hint Notice field indicates the implementation  

Tab. 59: Zero adjustment 
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8.8.3.5 Numerator  

In the "Counter" menu, a meter can be set with the help of a Bronkhorst mass flow meter (e.g. mini-Cori Flow). 

 

 

Numerator  Fig. 96: Counters 

 

No. Designation  Description  

1 Off selection Disables the counter 

2 Selection "Up" Enables counting of the counter 

3 To Limit Selection and 

Setting 

Activates the counter in connection with a definable limit 

4 Value Current meter value. If this sub-item is selected, the value will be set to zero 

when the "Set" button is pressed 

5 Unit setting Setting the unit of the meter 

6 Reset Setting Sources for resetting the counter on and off 

Tab. 60: Numerator 
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Counter Limit  Fig. 97: Counter Limit 

 

No. Designation  Description  

1 Limit setting Entering the limit of the counter 

2 Selection "SP = 0 at limit" Sets the set point to zero when the limit is reached.  

3 Control Gain setting Function to avoid exceeding the meter limit. 

Tab. 61: Counter Limit 

 

 

Counter Unit  Fig. 98: Counter Unit 
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Counter Reset  Fig. 99: Counter Reset 

 

No. Designation  Description  

1 Select "Button LFC"  Reset alarm and counter via button on the meter 

2 Select "Automatic" Reset alarm and counter automatically after reaching the limit 

3 Select "Main Menu" Reset alarm and counter from the main menu  

4 External selection Reset alarm and counter via 15-pin interface 

Tab. 62: Counter Reset 
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8.8.3.6 Alarm  

In the "Alarm" menu, an Alam can be generated with the help of a Bronkhorst mass flow meter (e.g. mini-Cori Flow). 

 

 

Alarm  Fig. 100: Alarm 

 

No. Designation  Description  

1 Mode setting Enabling/deactivating specific alarm modes of the Bronkhorst mass flow 

meter 

2 Reset selection Pressing the set button resets the BHT alarms Min/Max, Response and 

PowerUp 

3 Delay setting Setting the delay 

4 Setting "Min" Entering a Lower Limit 

5 Max setting Entering an upper limit 

6 Selection "SP = 0 on 

alarm" 

Setpoint to zero for BHT alarm 

7 Select "Reset Setting." Possible reset options of the BHT alarm on and off 

Tab. 63: Alarm 
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Alarm Mode  Fig. 101: Alarm Mode 

 

No. Designation  Description  

1 Off selection Disabling the BHT Alarms Min/Max, Response, and PowerUp 

2 Selection "Min/Max" Alarm based on absolute values 

3 Selection "Response" Alarm based on setpoint 

4 PowerUp selection Alarm when the instrument is turned on 

Tab. 64: Alarm Mode 

 

 

Alarm Delay  Fig. 102: Alarm Delay 

 
No. Designation  Description  

1 Alarm Delay Alarm Delay Setting 0..100% 

2 Possible input range Time input from 0 to 255 seconds 

Tab. 65: Alarm Delay 
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Alarm Min  Abb. 103: Alarm Min 

 
No. Designation  Description  

1 Alarm Min Alarm Setting Min 0..130% 

2 Possible input range Min alarm input from 0 to 130% 

Tab. 66: Alarm Min 

 

 

Alarm Max  Abb. 104: Alarm Max 

 
No. Designation  Description  

1 Alarm Min Alarm Setting Max 0..130% 

2 Possible input range Min alarm input from 0 to 130% 

Tab. 67: Alarm Max 
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Alarm Reset  Abb. 105: Alarm Reset 

 

No. Designation  Description  

1 Select "Button LFC"  Reset of the BHT alarms Min/Max, Response and PowerUp via button on the 

meter 

2 Select "Automatic" Reset of the BHT alarms Min/Max, Response and PowerUp automatically 

after the signal is back in the defined range 

3 Select "Main Menu" Reset the BHT alarms Min/Max, Response and PowerUp from the main menu  

4 External selection Reset of the BHT alarms Min/Max, Response and PowerUp via 15-pin 

interface 

Tab. 68: Alarm Reset 
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8.9 Save settings  

The "Save Settings" menu  is used to save all parameters made in the WADose. 

 

 

Save settings  Fig. 106: Save Settings 

 

No. Designation  Description  

1 Selection "User 

parameters" 

Starts saving the user parameters. Press and hold the "Set" button >2s. 

2 Hint Notice field indicates the implementation  

Tab. 69: Save settings 
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8.10 Load settings  

The "Load Settings" menu  is used to load the user or factory parameters. 

 

 

Load settings  Fig. 107: Load Settings 

 

No. Designation  Description  

1 Selection "User 

parameters" 

Starts loading the user parameters. Press and hold the "Set" button >2s. 

2 Selection "Factory 

Parameters" 

Starts loading the factory parameters. Press and hold the "Set" button >2s. 

3 Hint Notice field indicates the implementation  

Tab. 70: Load settings 
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8.11 Language  

In the "Language" menu,  the preferred menu language can be selected. 

 

 

Language  Fig. 108: Language 

 

No. Designation  Description  

1 Choice for different 

languages  

Select the preferred language by pressing the "Set" button. 

Tab. 71: Language 
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8.12 Info  

The "Info" menu  shows various information about the status and parameters of the WADose. Some information is helpful 

in the event of a malfunction or for service purposes. 

 

 

Info  Fig. 109: Info 

 

No. Designation  Description  

1 Info (1/2)  Display information (e.g. serial number, firmware version, etc.)  

2 Info (2/2) Display information (e.g. operating hours WADose, engine operating hours, 

etc.) 

Tab. 72: Info 
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8.12.1 Flowplot  

Only in the Controlled Mode mode can you get to the Info Menu 2 by pressing the arrow key Ą to the Flowplot menu 

described below. 

 

This menu is only available in Controlled Mode. In this special mode, the Bronkhorst mass flow meter can be controlled 

via RS232 and PC with the Bronkhorst software FlowDDE or Flowplot. The WADose pump responds to the analog degree 

of the flow meter and ignores the lack of RS232 communication. This menu is intended for service cases and not for 

continuous operation. After turning the WADose off and on again, this function is inactive again. 

 

 

Flowplot Warning  Fig. 110: Flowplot Warning 

 

 

Flowplot  Abb. 111: Flowplot  

 

No. Designation  Description  

1 "Degree of Adjustment" 

display 

Displays the current engine load 

2 Display "RPM" Displays the current engine speed. 

3 Pressure display Displays the current pressure. 

Tab. 73: Flowplot 
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8.13 Display  

In the "Display" menu, the preferred design can be selected. 

 

 

Display Menu  Fig. 112: Display Menu 

 

No. Designation  Description  

1 Design 1 Selection Design 1 

2 Design 2 Selection Design 2 

3 Design 3 Selection Design 3  

4 Design 4 Selection Design 4 

5 Brightness Adjust display brightness 

6 Menu Timeout Set automatic jump back to the main menu after a defined time without input 

Tab. 74: Display Menu 
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Display Display Variants  Fig. 113: Display Variants 

 

No. Designation  Description  

1 Setpoint Input of the setpoint via the operating keypad  

2 Pressure gauge Currently measured pressure (output side) 

3 
Optional temperature 

display  

Display of the current temperature of the liquid (only possible with Bronkhorst 

mass flow meter) 

4 Status display Current operating status (stopped, started, purge) 

5 Utilization  Pump Utilization Percentage 

6 

Current engine speed / 

Optional actual value 

display  

Display of the current engine speed 

Alternative: Display of the current flow rate (only possible with Bronkhorst 

mass flow meter) 

7 
Optional density indicator Display of the current density of the liquid (only possible with Bronkhorst mass 

flow meter) 

8 
Fashion and pump head 

display 

Display of the current mode and selected pump head 

9 Current engine speed Display of the current engine speed 

10 
Numerator Display of the current meter value (only possible with Bronkhorst mass flow 

meter) 

11 
Limit Display of the current limit of the meter (only possible with Bronkhorst mass 

flow meter) 

Tab. 75: Display Display Variants 
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9 WADose Remote Control  

In addition to direct operation via the keyboard, the WADose pump can also be operated remotely using analog signals 
or via an RS-232 serial interface. This requires correct wiring of the respective rear connections. 
 

 

HINT! 

Faults that led to the shutdown of the pump cannot be deleted via 

analog signals or the RS-232 interface. In principle, acknowledging 

an error must be done directly via the keyboard. 

 

9.1  Remote control of WADose via analog signals  

The analog signals for setpoint and actual values and, if necessary, a digital signal for the start/stop function are con-

nected via the rear I/O jack. (see chapter 7.6.2). 

The signals required for this are: 

¤ 4... 20 mA bei Typ WADOSE-.. -.. -I-.. 

¤ 0-10 V for type WADOSE-.. -.. -U-.. 

¤ +24 Vdc as switching signal (start/stop) 

 

 

ATTENTION! 

Property damage due to incorrect connection!  

Incorrect connection of the socket I/O can cause material damage 
to the WADose or controlling devices (PC, PLC, PLS, etc.).  

­ Observe the connection plan. (see chapter 7.6.2) 

­ On suitable signals (4... 20 mA or 0-10 V). 

 
The signals of an optionally connected flow sensor are independent of the WADose and must be selected depending on 
the sensor type. Conveniently, the sensor should use the same analog signals as the WADose. 
 
The settings required for operation with external analogue signals must be checked or entered in the dosing pump. The 

activated analog setpoint preset has priority over setpoint presets via keyboard or the RS-232 interface, i.e. other inputs 

are ignored. 
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9.2  Remote control of WADose via RS -232 

Parallel to operation via the keyboard, the WADose can be controlled remotely via the RS-232 interface. The necessary 

connection to a PC or higher-level data system is made on the 9-pin on the back. SUB-D connector "RS-232" with the 

following assignment (DCE): 

 
PIN Designation  Description  

2 TxD Transmit Data 

3 RxD Receive Data 

5 0V, GND Signal mass 

Tab. 76: RS-232 - Connector Assignment 

 

The connection to a PC or computer (DCE) can be connected via a 9-pin cable. Sub-D socket to 9-pin. Sub-D socket and 

assignment 1:1. Alternatively, a connection by means of a sub-D cable plug/socket 1:1 and a 9-pin is possible. "Gender 

changer" possible. 

 

The settings of the interface are: 

¤ 4,800, 9,600, 14,400, 19,200, 38,400, 57,600 or 115,200 bits/s 

¤ 8 character bits 

¤ no parity bit 

¤ 1 Stop Bit 

¤ No data flow control (handshake) 

 

The baud rate setting can be changed on the WADose. 

Commands to the WADose are generally sent from the computer. The WADose only transmits  at the request of the 

computer, this also applies to error and status messages. The characters are transmitted in plain text (ASCII) according to 

DIN 66022 and DIN 66003, code page 1.  

 

The following rules apply to communication: 

¤ In general, commands are sent from the data system (PC) to the WADose.  

¤ The WADose pump transmits exclusively at the request of the data system (PC). 

¤ Commands are transmitted in upper or lower case letters (case insensitive). 

¤ Each command and response line is terminated with CR LF (code Dec. 13, 10). 

¤ The command and any following parameters are separated by a space. 

¤ The transfer of process values (integer or floating point) is done in plain text. Decimal separator for floating-point 
numbers is the dot (code Dec. 48).  

¤ Process values are transmitted with physical unit and separated from each other by a space. 

¤ Signs and values follow each other. A positive sign (+) can be omitted. 

 

The complete set of commands as well as possible error and status messages can be found in chapters9.4. 
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Some examples of communication via RS232: 

 
Querying the pressure: IN_PV_1  

Answer: 123.4 bar  

Setting the setpoint: OUT_SP_1 50 

Answer: OK 

Starting the pump: START 

Answer: OK 

Query Status: STATUS 

Answer: 1 PUMP STARTED 

Bad command error: OT_SP_1 50  

Answer: - 3 UNKNOWN COMMAND 

 

 

HINT! 

Inputs via the buttons and commands via the RS-232 interface are 

treated and executed equally. 

 
  



 

Compact High Pressure Metering Pump (HPLC)   

WADose Remote Control  
 

142 Manual - WADose-LITE-HP_V3.4_Rev.002_EN.docx 

 

9.3  Remote control of WADose via USB  

The WADose is controlled via USB with a virtual COM port on the computer side. The computer is connected to the 

WADose with a USB cable (length max. 3 m, USB 1.0/2.0 plug type A to type B). 

The following description shows the setup or installation using the example of the Windows ® operating system from 

version XP. No optional third-party drivers are required. 

 

 

1st Once connected, the WADose pump logs on to the 

computer's USB port and automatically installs the virtual 

serial port (COM x) drivers (Fig. 114). 

 

Device Driver Installation  Fig. 114: Device Driver Installation 

  

 

2nd After successful installation of the device drivers, the in-

terface can be found under "Ports (COM & LPT)" in the 

Windows ® Device Manager (Fig. 115). 

Device  Fig. 115: Device Manager 

  

 

3rd Any necessary settings for the virtual serial port can also 

be set in the Device Manager according to the required 

specifications or those set on the WADose (Fig. 116). 

 

Settings USB Serial Port Fig. 116: Device Driver Installation 
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4th  The WADose pump can now be used as in the chapter 

9.2 can be controlled and operated by means of the com-

puter. Commands from USB are on an equal footing with 

commands from RS232 or operation via the keyboard.  

 

The settings of the interface are: 

 

¤ 4,800, 9,600, 14,400, 19,200, 38,400, 57,600 or 
115,200 bits/s 

¤ 8 character bits 

¤ no parity bit 

¤ 1 Stop Bit 

¤ No data flow control (handshake) 

 

The baud rate setting can be changed on the WADose 

(Fig. 117). 

Device  Fig. 117: Device Manager 
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9.4 RS-232 instruction set  
 

 
 

Nachfolgend sind mögliche Lese- und Schreibbefehle gelistet. Grundsätzlich sendet die Pumpe WADose nach

jedem Befehl einen Wert, einen Status oder eine Fehlermeldung zurück.

Befehl Par. Bedeutung Rückgabewert

IN_PV_1 kein Aktueller Druck mit Einheit (bar/psi), interner Sensor xxx.x bar/psi

Aktueller Druck mit Einheit (bar/psi), externer Sensor ext. xxx.x bar/psi

IN_PV_2 kein Aktueller Istwert mit Einheit (je nach Modus und Skalierung)xxx.x yy

IN_PV_3 kein Aktuelle Dichte mit Einheit (kg/m3) * xxxx.x kg/m3

IN_PV_4 kein Aktuelle Temperatur mit Einheit (°C )* xx.x C

IN_PV_5 kein Pumpenkopf Skalierbereich ** 1, 2 oder 3

IN_PV_6 kein Aktueller Stellgrad xxx %

IN_PV_7 kein Zähler-Wert & Einheit abfragen x.xxx yy

IN_SP_1 kein Aktuelle Stellgrösse bzw. Sollwert (je nach Modus) xxx.xx yy

IN_MODE_1kein Aktuell gewählter Modus

Simple mode 0

Druckmodus 1

Controlled mode 2

Purge 3

Nullpunktjustage 4

Valve Config 5

Kalibriermodus 6

Servicemodus 7

Firmware Update 8

FlowPlot Modus 9

IN_HIL_1 kein Messbereichsendwert mit Einheit (je nach Modus) xxx.x yy

STATUS kein Statusabfrage

Pumpe gestoppt, kein Fehler 0 PUMP STOPPED NO ERROR

Pumpe gestartet 1 PUMP STARTED

Pumpe ist nicht im Modus 0, 1 oder 2 -1 NO CONTROL MODE

Kein Durchflussregler angeschlossen -2 NO LFC

Grenze max. Druck erreicht -7 MAX. PRESSURE

Grenze min. Druck unterschritten -8 MIN. PRESSURE

Temperatur Motortreiber zu hoch -9 STEPPER TEMP HIGH

Interne Sicherung defekt -10 FUSE_1

Fehler Motortreiber -11 MOTOR DRIVE ERROR

Durchflussregler: Zählerlimit erreicht* -12 BHT: BATCH COUNTER LIMIT

Durchflussregler: Soll/Istwertabweichung min.* -13 BHT: RESPONSE MIN ALARM

Durchflussregler:  Soll/Istwertabweichung max.* -14 BHT: RESPONSE MAX ALARM

Durchflussregler: Minimum Alarm* -15 BHT: MIN ALARM

Durchflussregler: Maximum Alarm* -16 BHT: MAX ALARM

ext. Drucksensor: Drahtbruch (nur 4-20 mA) -17 EXT. P-SENSOR

START kein Starten der Pumpe OK

STOP kein Stoppen der Pumpe OK

RESET 1, 2 Druck/BHT-Zähler bzw. Alarm quittieren OK

OUT_SP_1 xxx.xxSetzen der Stellgrösse bzw. Sollwert, int. SollwertvorgabeOK

OUT_PV_5 1, 2, 3 OK

Je nach Lese- oder Schreibbefehl und momentaner Situation kann statt des normalen Rückgabewertes eine

Fehlermeldung in Bezug auf den Befehl ausgegeben werden:

Fehlercodes

Unbekannter Befehl -3 UNKNOWN COMMAND

Ausserhalb des Bereichs -4 OUT OF RANGE

Nicht zulässig -5 NOT ALLOWED

Nicht vorhanden -6 NOT AVAILABLE

* nur mit angeschlossenem Durchflussmesser Typ mini-Cori Flow

** nur WADose -HP im Massemodus oder Volumenmodus und ext. Sollwert

Pumpenkopf Skalierbereich setzen: (1-100%, 2-25%, 3-5%)**
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9.5 Modbus instruction set  
 

 

Konfiguration: Adresse 3 (kofigurierbar), Baudrate 19200 (konfigurierbar), Parität gerade (nicht konfigurierbar), Big Endian

RS485-Standardpinbelegung (PIN4 - B, PIN5 - A, PIN8 - 0V) , externe Terminierung notwendig

Unterstützte Modbus-Funktionen: READ HOLDING REGISTERS (03), WRITE SINGLE REGISTERS (06), WRITE MULTIPLE REGISTERS (16)

Nachfolgend sind mögliche Lese- und Schreibparameter gelistet. 

HEX Dez.

Pressure float 4 R 0x0002..0x0003 2..3 Aktueller Druck, interner oder externer Sensor x.x (bar/psi)

Pressure unit string 3 (4) R 0x0004..0x0005 4..5 Druckeinheit "bar", "psi", "n/a"

Messure float 4 R 0x0006..0x0007 6..7 Aktueller Istwert x.x (je nach Modus)

Messure unit string 7 (8) R 0x0008..0x000B 8..11 Istwerteinheit (je nach Modus) "ml/min", "g/min", ..., "n/a"

Density float 4 R 0x000C..0x000D 12..13 Aktuelle Dichte (kg/m³) * x.x (kg/m³)

Temperature float 4 R 0x000E..0x000F 14..15 Aktuelle Temperatur(°C ) * x.x (°C)

Setpoint actual float 4 R 0x0010..0x0011 16..17 Aktuelle Stellgrösse bzw. Sollwert x.x (je nach Modus) 

Setpoint max. float 4 R 0x0012..0x0013 18..19 Messbereichsendwert (je nach Modus) x.x (je nach Modus)

Setpoint unit string 7 (8) R 0x0014..0x0017 20..23 Sollwerteinheit (je nach Modus) "ml/min", "g/min", ..., "n/a"

Control value actual float 4 R 0x0018..0x0019 24..25 Aktueller Stellgrad (je nach Modus) 0,0..100,0 (%)

Scaling range actual char 2 R 0x001A 26 Pumpenkopf Skalierbereich ** 1 - 100 % (Standard)

2 - 25 %

3 - 5 %

Control mode actual char 2 R 0x001B 27 Aktuell gewählter Modus

Simple mode 0

Druckmodus 1

Controlled mode 2

Purge 3

Nullpunktjustage 4

Valve Config 5

Kalibriermodus 6

Servicemodus 7

Firmware Update 8

FlowPlot Modus 9

STATUS char 2 R 0x001C 28 Statusabfrage

Pumpe gestoppt, kein Fehler 0

Pumpe gestartet 1

Pumpe ist nicht im Modus 0, 1 oder 2 -1

Kein Durchflussregler angeschlossen -2

Grenze max. Druck erreicht -7

Grenze min. Druck unterschritten -8

Temperatur Motortreiber zu hoch -9

Interne Sicherung defekt -10

Fehler Motortreiber -11

Durchflussregler: Zählerlimit erreicht * -12

Durchflussregler: Soll/Istwertabweichung min.* -13

Durchflussregler:  Soll/Istwertabweichung max.*-14

Durchflussregler: Minimum Alarm* -15

Durchflussregler: Maximum Alarm* -16

ext. Drucksensor: Drahtbruch (nur 4-20 mA) -17

Modbus baud rate 

actual

char 2 R 0x001D 29 Modbus Baudrate 1 - 4800

2 - 9600

3 - 14400

4 - 19200 (Standard)

5 - 38400

6 - 57600

7 - 115200

Parametername Type
Länge 

in byte
Zugriff

PDU-Adresse
Bedeutung Mögliche Werte ***
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Modbus slave address char 2 R 0x001E 30 Modbus-Slave Adresse 1..247 (3 - Standard)

Modbus parity char 2 R 0x001F 31 Modbus Parität 0 - keine

1 - ungerade

2 - gerade (Standard)

Serial number string 14 R 0x0020..0x0026 32..38 Seriallnummer "WLXXXXXXXXX"

char 2 R 0x0027 39 0..255

bit 0: ext. Sollwert (analog)

bit 1: ext. Start/Stop (24 Vdc)

bit 2: Absperrventil

bit 3: ext. Drucksensor (analog)

bit 4: Passwort

bit 5: RS-485 (MODBUS)

bit 6: RS-232

bit 7: USB

Counter value float 4 R 0x0028..0x0029 40..41 Aktueller Wert des Zählerstandes* x.x 

Counter unit string 4 R 0x002A..0x002B 42..43 Zählereinheit* "ml", "g", ..., "n/a"

Setpoint write float 4 (R)/W 0x064..0x065 100..101Setzen der Stellgrösse bzw. Sollwert, int. Sollwertvorgabex.x
Modbus baud rate write char 2 (R)/W 0x066 102 Modbus Baudrate setzen 1 - 4800
Modbus address write char 2 (R)/W 0x067 103 Modbus-Slave Adresse setzen 1..247 (3 - Standard)

Start/Stop char 2 (R)/W 0x0068 104 Starten/Stoppen der Pumpe 0 - Stopp, 1 - Start

Scaling range write char 2 (R)/W 0x0069 105 Pumpenkopf Skalierbereich setzen** 1 - 100 % (Standard)

2 - 25 %Reset error char 2 (R)/W 0x006A 106 1 - Druck, 2 - Flow/Counter

* nur mit angeschlossenem Durchflussmesser Typ mini-Cori Flow oder ES-Flow

** nur WADose -HP im Massemodus oder Volumenmodus und ext. Sollwert

*** Je nach Lese- oder Schreibparameter und momentaner Situation kann statt des normalen Rückgabewertes eine

Fehlermeldung in Bezug auf den Befehl ausgegeben werden:

Fehlercodes

Ausserhalb des Bereichs -4

Nicht zulässig -5

Nicht vorhanden -6

1: quittiert Druckfehler

2:quittiert Durchflussfehler bzw. setzt den Zähler zurück

Interface configuration 

actual

Aktuelle Schnittstellenkonfiguration (bit-Kodiert)

(TRUE - aktiv, FALSE - inaktiv)
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10 Maintenance  

10.1 Safety instructions for maintenance  

Improper maintenance   

 

WARNING!  

Risk of injury due to improper maintenance!  

Improper maintenance can lead to serious injury.  

­ Maintenance work may only be carried out by qualified personnel 
authorised by the operator. 

­ Ensure sufficient assembly freedom before starting work. 

­ Always pay attention to order and cleanliness in the work area! 
Loose objects, components, workpieces and tools as well as 
cleaning equipment are sources of accidents. 

­ If components have been replaced, check the correct installation 
of the spare parts. Install all fasteners properly. Maintain screw 
tightening torques. 

­ Before recommissioning, ensure that all guards are correctly 
installed and functional. 

­ Before switching on again, make sure that no people are in the 
danger zone. 

Pressure pipes and components   

 

WARNING!  

Risk of injury to pressurized cables and components!  

If pressure pipes or components are damaged, gases or liquids 
can escape under high pressure and cause cuts or penetrate 
deep into the body.  

­ If leaks or damage to pressure pipes or components are detected, 
switch off the device immediately and secure it against 
reconnection. 

­ Work on pressure pipes and components may only be carried out 
by competent specialist personnel. 

­ Before starting work on pressure pipes and components, first 
depressurize the pressure system, relax the pressure 
accumulator and check the pressure system for freedom from 
pressure. 

­ Always comply with permissible pressure settings. 

Electric current   

 

DANGER!  

Danger to life due to electric current!  

Touching live parts will result in death. Damage to the insulation 
or individual components can be life -threatening.  

­ Switch off the electrical system before maintenance and repair 
work and secure it against reconnection. 

­ Keep moisture away from electrical components. 
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 Harmful liquids   

 

WARNING!  

Danger when using harmful liquids!  

Harmful liquids can cause personal injury if released.  

­ Various liquids can be used (irritant, corrosive, toxic, explosive, 
flammable and radioactive as well as others are possible).  

­ The safety data sheets of the hazardous substances used must 
be observed. 

­ Work such as assembly, maintenance and repair may only be 
carried out by competent specialist personnel with personal 
protective equipment and instruction in the handling of hazardous 
substances. 

­ Before starting maintenance, repairs or dismantling, all shut-off 
valves in the supply lines must be closed. The entire piping 
system, including media-carrying components, must then be 
depressurized, emptied and flushed in such a way that there are 
no more dangerous residues.  

­ In the event of leaks in media-carrying components and/or the 
entire piping system, avoid touching the liquid.  

­ In case of contact (skin, eyes or ingestion) with harmful liquids, 
check whether first aid and further immediate measures or further 
professional medical treatment is necessary. 

Hazardous goods   

 

WARNING!  

Risk of injury from hazardous substances!  

Hazardous substances contain harmful components and can lead 
to poisoning, chemical burns or skin irritation.  

­ Refer to the manufacturer's safety data sheet. 

­ Avoid spillage and fog. 

­ No eating, drinking, smoking at work. 

­ Avoid skin and eye contact. 

Hazardous goods   

 

ATTENTION! 

Environmental damage caused by incorrect treatment of 
hazardous substances!  

­ Incorrect or negligent handling of hazardous substances can lead 
to serious environmental damage. 

­ Always treat hazardous substances in accordance with the 
regulations and instructions in the manufacturer's safety data 
sheet. 

­ Remove leaking, used or excess hazardous substances carefully 
and in an environmentally friendly manner. 

­ Always dispose of hazardous substances in accordance with the 
locally applicable regulations, if necessary hire a specialist 
company. 
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Wrong spare parts   

 

WARNING!  

Risk of injury due to incorrect spare parts!  

Faulty spare parts can severely impair safety and cause damage, 
malfunctions or even total failure.  

­ As a matter of principle, only use original spare parts. 

 

10.2 Reliability  

The operator must ensure the following conditions for safe maintenance of the device: 

¤ The device may only be maintained by instructed, competent laboratory personnel with special knowledge of 
the handling of the hazardous substances used. 

¤ All maintenance activities on the device may only be carried out when the device is switched off and secured 
against reconnection. 

¤ The device may only be serviced by instructed, competent personnel with special knowledge of the handling of 
pipe fittings. 

 

10.3 Securing against re -switching  

Procedure  Before starting all cleaning, maintenance, repair, troubleshooting 
and troubleshooting work:  

1st Shut off the operator's media supply. 

2nd Relieve pressure on the device, evacuate residual media 

and do not flush with harmful medium. 

3. Turn off the device. 

4th De-energize the power supply (main switch in position "0") 

and secure it against reconnection. 

After completion of the work:  

1st Reinstall all safety equipment properly and check that it is 

functional. 

2nd Ensure that there are no people at danger spots and in the 

entire danger area. 

3rd Then release the main switch. 
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10.4 Measures taken after maintenance  

Procedure  After the maintenance is complete, perform the following steps 
before powering on:  

1st Check all previously loosened screw connections for 

tightness. 

2nd Verify that all previously removed guards and covers are 

properly reinstalled. 

3rd Ensure that all tools, materials and other equipment used 

have been removed from the work area. 

4th Clean the work area and remove any leaked substances 

such as liquids, processing materials or the like. 

5th Ensure that all safety equipment of the system is working 

properly. 

6. Carry out leak testing. 
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10.5 Maintenance schedule  

The following sections describe the maintenance work required for optimal and trouble-free operation. 

¤ If increased signs of wear and tear on the components are detected during regular checks, shorten the 
maintenance intervals based on the actual signs of wear! 

¤ Make a maintenance log for every maintenance job! The protocol helps with fault analyses, allows the 
necessary intervals to be adapted to the actual conditions of use and possible warranty claims. 

¤ If you have any questions about maintenance work and intervals: contact the manufacturer. 

 

Interval  Maintenance work  Personal  

Before each 
commissioning  

¤ Check operating elements and safety devices for perfect 
technical condition, have defective components replaced if 
necessary or arrange for repairs. 

¤ Check the tightness of the system. 

Instructed 

Knowledgeable 

Professionals 

Daily  ¤ Clean the entire device (determine the interval on the operator's 
side depending on the environmental conditions). 

Instructed 

Knowledgeable 

Professionals 

If necessary  ¤ WADose rinse/decontaminate 

¤ Maintaining/changing the pump head 

¤ Replace check valve 

Instructed 

Knowledgeable 

Professionals 

Quarterly  ¤ Visual inspection of the construction for damage, remove any 
defects that may have been detected. 

¤ Check all fasteners for a secure fit, tighten screw connections if 
necessary (observe normative tightening torques!) or replace 
fasteners. 

¤ Check the tightness of the system. 

Instructed 

Knowledgeable 

Professionals 

Annual  ¤ Calibration Mass Flow Meter 

¤ Calibration pressure sensor 

¤ Replace piston seals 

¤ WADose Security Review 

Manufacturer of 

the device 

 ¤ Overall review of the device 

 

Instructed 

Knowledgeable 

Professionals 

Tab. 77:Maintenance schedule 
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10.6 Maintenance  

Personal  ¤ Instructed expert personnel. 

  

Personal protective equipment  ¤ For all maintenance work, the following are always to be cared for: 

­ Protective work clothing 

­ Goggles 

­ Non-slip safety shoes 

­ Chemical-resistant protective gloves 

 

10.6.1 Flush and decontaminate the dosing pump  

 Harmful liquids   

 

WARNING!  

Danger when using harmful liquids!  

Avoiding the formation of harmful liquids that lead to personal 
injury.  

­ Before the liquid to be dosed can be changed, the dosing pump 
must be rinsed and decontaminated. This is the only way to 
ensure that no liquids mix and that any unintentionally harmful 
liquids are created by the mixing. This prevents personal injury 
and damage to the dosing pump as well as scrap at the beginning 
of dosing. 

  

 

HINT! 

Before a new liquid is pumped, the dosing pump must be flushed. 

Reasons for this include liquid residues from the previous liquid in the 

dosing pump and the process section. 

The same applies to shipping, dismantling and repairing the dosing 

pump. 

Fill out the declaration of contamination of equipment and components 

and enclose it with the shipment. 

  

 

HINT! 

A rinsing process is required before each product change! 

Use a suitable rinsing liquid! 
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Conveying a new liquid without rinsing leads to contamination of the product in the transition phase until the process 
section has been passed once. The production units created up to that point may not be usable and may pose a hazard 
due to unfavorable material combinations. 
Inhomogeneous liquid mixtures can impair the function of the check valves and thus no liquid can be pumped. 
 
Flushing the dosing pump must be carried out as follows:  

 

 

1st Connect the storage container with rinsing liquid (Fig. 

118). 

Connect the rinsing liquid  Fig. 118: Connecting the Flushing Fluid 

  

 

2. Prepare venting  

 

a. In the case of a non-pressurized storage 

container, place the syringe on the vent line with 

adapter and tighten it hand-tightly (Fig. 119). 

b. For a pressurized storage tank, connect a 

transparent hose or piping for a suitable 

collection vessel. 

Preparing the sink  Fig. 119: Preparing the Sink 

  



 

Compact High Pressure Metering Pump (HPLC)   

Maintenance  
 

154 Manual - WADose-LITE-HP_V3.4_Rev.002_EN.docx 

 

  

 

3rd Open the bleed valve (turn 1 turn to the left) (Fig. 120). 

Open vent valve  Fig. 120: Open vent valve 

  

 

4. Rinse  

 

c. If the fluid is not pressurized, suck in the rinsing 

liquid with the syringe. To do this, pull the 

syringe plunger out of the syringe barrel in the 

direction of the arrow (Fig. 121). 

d. If the liquid is pressurized, use a transparent 

hose or tube to allow the liquid to flow from the 

vent connection into a suitable collection vessel 

instead of into the syringe. If necessary, the 

shut-off valve between the original and the 

dosing pump must be opened. 

 

Rinse  Fig. 121: Rinsing 
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HINT! 

The system is fully flushed when the incoming liquid in the syringe 

barrel or in the transparent hose is bubble-free. 

If necessary, repeat the rinsing process until the system is filled 

with liquid. 

If necessary, the syringe can be unscrewed from the adapter to 

empty the syringe and repeat the bleeding process. 

  

 

5th Close the bleed valve by turning it to the right (Fig. 122). 

6th Ensure decontamination with appropriate test equipment. 

Otherwise, repeat the rinsing process until 

decontamination has been achieved. 

Close the vent valve  Fig. 122: Close bleed valve 

  

 

HINT! 

The vent valve must be closed firmly and without any aids! 

Before any dosing activity, it must be ensured that the vent valve is 

closed so that no liquid can escape. 
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10.6.2 Changing the pump head  

Required tools  ¤ 13 mm open-end wrench 

¤ 5/16" open-end wrench 

¤ Allen key SW 3.0 mm 

 

In order to change the maximum delivery volume of the WADose or in the event of a defect in the pump head, it is necessary 

to change the pump head. To do this, contact customer service (chapter 2.6 Customer service). 

 

Before replacing the pump head, the device must be taken out of service:  

 

 

Changing the pump head  Fig. 123: Changing the pump head 

 

1. Depressurize the device  

2. Cleaning and rinsing the device 

3rd Detach connecting pipe from pump head (1) 

4th Remove fluid supply (pipe/hose) (3) 

5th Unscrew 4 hexagon socket screws of the pump head (2) 

6th Pull the pump head out of the holder and set aside 

7th Insert the new pump head into the holder 

8th Screw in 4 hexagon socket screws of the pump head with 1.5 Nm and tighten them crosswise (2) 

9th Connecting the connecting pipe to the pump head (1) 

10. Hydration (3) 

11. Bleed the device 
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10.6.3 Replace check valve  

Required tools  ¤ 13 mm open-end wrench 

¤ 5/16" open-end wrench 

¤ Allen key SW 3.0 mm 

 

Replacement of the check valves may be necessary if the valve contact surfaces are damaged. To do this, carry 
out the following steps:  

 

 

Check valve  Fig. 124: Check valve 

 

No. Description  

1 Check valve 

2 Indentation 

3 Screw-in fitting with ball valve holder 

Tab. 78: Check valve 
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HINT! 

Pay attention to the position of the notch of the check valve when 

removing it. 

  

 

HINT! 

At the pump head outlet, the notch on the valve must also point 

downwards. 

 

 

Pump head/check valve  Fig. 125: Pump head/check valve 

 

1. Depressurize the device  

2. Cleaning and rinsing the device 

3rd Remove fluid supply (pipe/hose) 

4th Open the screw-in fitting with ball valve holder at the inlet and outlet of the pump head (1 and 2) 

5. Remove the check valve. 

6th Insert the new check valve in the correct installation position  

7th Screw in the screw-in fitting with ball valve holder again and tighten. 

8th Connect the fluid supply (pipe/hose). 
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10.6.4 Flush the butt piston  

Required tools  ¤ Syringe 

 

If the device is operated with a salty/crystallizing liquid, crystals can form behind the compression pistons. The 

consequence of this crystal formation is higher piston seal wear. 

To counteract the formation of crystals, it is possible to flush the cavities behind the flasks with distilled water or a suitable 

solvent and cleaning agent. In the case of liquids containing normal salt, rinsing should be done regularly. 

 

 

HINT! 

The residual liquid in the hollow chamber reduces the formation of 

new crystals. 

 

Replacement of the check valves may be necessary if the valve contact surfaces are damaged. To do this, carry 
out the following steps:  

 

 

 Butt piston flushing  Fig. 126: Butt piston flush 

 

No. Description  

1 Blind hose 

2 Nozzles for the blind hose 

3 Syringe 

Tab. 79: Butt piston flushing 

 

1. Depressurize the device. 

2nd Remove the blind hose above and below the pump head. 

3rd Flush the hollow chamber of the pump with a syringe filled with distilled water or a suitable solvent and 

cleaning agent. 

4th Place the blind hose above and below the pump head. 
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10.6.5 Clean check valve  

Required tools  ¤ 13 mm open-end wrench 

¤ 5/16" open-end wrench 

¤ Allen key SW 3.0 mm 

 

For proper operation, 2 functional check valves are required. If the valves are dirty, they must be cleaned. The check valves 

can be swapped with each other, but the installation direction must be observed in any case. 

 

 

HINT! 

The smallest impurities or damage in the check valve can impair 

the function of the pump. The inner seal of the check valves is 

based only on a contact seal between the sealing ball and a ball 

seat. When cleaning the valves, pay attention to the utmost care 

and cleanliness. 

  

 

HINT! 

It is possible to allow liquids to flow through the valve from the 

notched valve bearing side, but not in the opposite direction.  

Do not operate or clean the valve with compressed air. The valve 

ball and seat may be damaged. 

 

The following work steps are carried out starting from a dismantled check valve (see chapter 10.6.3 Replace 
check valve ): 

 

 

Check valve (schematic)  Fig. 127: Check valve (schematic) 
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1. Remove the sealing rings. 

2nd Push the internal components out of the valve bearing with light pressure. 

3rd Clean parts in an ultrasonic bath or similar. 

4th Place the sealing ring on the side of the valve bearing with the notch. 

5th Insert the sapphire ball seat into the valve bearing with the polished surface facing upwards (towards the 

ball). 

6th Insert the ruby ball into the deep part of the ceramic ball barrel. 

7th Insert the package of ruby ball and ceramic ball barrel into the valve bearing. 

The ball must point towards the sapphire ball seat so that the ruby ball and the polished surface of the 

sapphire ball seat meet. 

8th Close the valve bearing with the sealing ring. 

The check valve is complete. 

9. Test check valve. 
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10.6.6 Calibration Mass Flow Meter  

If the compact high-pressure metering pump (HPLC) is operated with Bronkhorst mass flow meter, regular maintenance 

at appropriate intervals is required to ensure trouble-free operation of the system in the long term and to ensure consistent 

quality. 

Flusys GmbH recommends that the mass flow meters be checked annually and, if necessary, calibrated. To do this, they 

must be removed and then sent to a licensed Bronkhorst branch. 

 

10.6.7 Mass flow meter replacement  

If the equipment needs to be replaced, contact the authorized dealer or manufacturer to reorder the exact type with the 

required specifications.  

If necessary, the control parameters in a new device must be adjusted by trained specialists with the help of the Bronkhorst 

software. 

 

10.7 Seal Testing System  

¤ For overall safety, the device must be tested for leaks before each commissioning. 

¤ In addition, after each opening of screw connections, e.g. after removing and installing a mass flow 
controller, as well as a quarterly leak test, carry out a leak test. 

  

 

HINT! 

The leak test must be carried out using a suitable method 

Check with the operator which method (e.g. visual inspection) is 

suitable. 

Leakage of hazardous substances   

 

DANGER!  

Danger due to leakage of dangerous substances!  

If hazardous substances leak from the device, it can lead to 
dangerous situations.  

­ Always check the device for leaks. 

­ Never include media other than those intended for the device. 

­ If in doubt, carry out a leak test and evacuate the device again 
before operation. 
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10.8 Test report on seal tests  

¤ Use the following table as a template and copy it. 

¤ Log every leak test performed. 

¤ Keep all test logs safe for verification purposes. 

 

Test Protocol No.: .....................................  Device No.: .................................................  

  

Date Test method used  Test equipment used  Name des Prüfers  

    

    

    

    

    

    

    

    

    

    

    

    

    

    

Tab. 80: Test Protocol on Leak Tests 
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10.9 Maintenance Log  

The required maintenance intervals depend on the intensity of use of the device at the operator's place of use and the 

resulting actual signs of wear. 

In order to be able to adapt the maintenance intervals to these conditions of use, the general condition of the device as a 

whole as well as of the assemblies and components in detail must be logged during regular and, if necessary, unscheduled 

maintenance work. 

 

¤ Use the following table as a template and copy it. 

¤ Log every maintenance work performed. 

¤ Keep all maintenance logs safe for record-keeping purposes. 

 

Maintenance Log No.: .....................................  Device No.: .................................................  

  

Date Maintenance work  Maintenance/Result  Name des Prüfers  

    

    

    

    

    

    

    

    

    

    

    

    

Tab. 81: Maintenance log 
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11 Disturbances  

Faults detected by the controller are shown on the display when the system is switched on. Each fault has a number, which 

is also indicated in the display. The table (Tab. 82) provides information about the cause, effect and remedy of the 

malfunction. 

 

Personal  ¤ Instructed expert personnel. 

  

Personal protective equipment  ¤ The following are generally responsible for all transport work: 

­ Protective work clothing 

­ Goggles 

­ Non-slip safety shoes 

­ Chemical-resistant protective gloves 

11.1 Safety instructions for troubleshooting  

Improper troubleshooting   

 

WARNING!  

Risk of injury due to improper fault rectification!  

Improper execution of work during troubleshooting can lead to 
serious injuries.  

­ Repair work may only be carried out by qualified personnel 
authorised by the operator. 

­ Ensure sufficient assembly freedom before starting work. 

­ Always pay attention to order and cleanliness in the work area! 
Loose objects, components, workpieces and tools as well as 
cleaning equipment are sources of accidents. 

­ If components have been replaced, check the correct installation 
of the spare parts. Install all fasteners properly. Maintain screw 
tightening torques. 

­ Before recommissioning, ensure that all guards are correctly 
installed and functional. 

­ Before switching on again, make sure that no people are in the 
danger zone. 
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Pressure pipes and components   

 

WARNING!  

Risk of injury to pressurized cables and components!  

If pressure lines or components are damaged, liquids can leak 
under high pressure and cause cuts or penetrate deep into the 
body.  

­ If leaks or damage to pressure pipes or components are detected, 
switch off the device immediately and secure it against 
reconnection. 

­ Work on pressure pipes and components may only be carried out 
by competent specialist personnel. 

­ Before starting work on pressure pipes and components, first 
depressurize the pressure system, relax the pressure 
accumulator and check the pressure system for freedom from 
pressure. 

­ Always comply with permissible pressure settings. 

  

Electric current   

 

DANGER!  

Danger to life due to electric current!  

Touching live parts will result in death. Damage to the insulation 
or individual components can be life -threatening.  

­ Switch off the electrical system before maintenance and repair 
work and secure it against reconnection. 

­ Keep moisture away from electrical components. 
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 Harmful liquids   

 

WARNING!  

Danger when using harmful liquids!  

Harmful liquids can cause personal injury if released.  

­ Various liquids can be used (irritant, corrosive, toxic, explosive, 
flammable and radioactive as well as others are possible).  

­ The safety data sheets of the hazardous substances used must 
be observed. 

­ Work such as assembly, maintenance and repair may only be 
carried out by competent specialist personnel with personal 
protective equipment and instruction in the handling of hazardous 
substances. 

­ Before starting maintenance, repairs or dismantling, all shut-off 
valves in the supply lines must be closed. The entire piping 
system, including media-carrying components, must then be 
depressurized, emptied and flushed in such a way that there are 
no more dangerous residues.  

­ In the event of leaks in media-carrying components and/or the 
entire piping system, avoid touching the liquid.  

­ In case of contact (skin, eyes or ingestion) with harmful liquids, 
check whether first aid and further immediate measures or further 
professional medical treatment is necessary. 

Hazardous goods   

 

WARNING!  

Risk of injury from hazardous substances!  

Hazardous substances contain harmful components and can lead 
to poisoning, chemical burns or skin irritation.  

­ Refer to the manufacturer's safety data sheet. 

­ Avoid spillage and fog. 

­ No eating, drinking, smoking at work. 

­ Avoid skin and eye contact. 

Hazardous goods   

 

ATTENTION! 

Environmental damage caused by incorrect treatment of 
hazardous substances!  

­ Incorrect or negligent handling of hazardous substances can lead 
to serious environmental damage. 

­ Always treat hazardous substances in accordance with the 
regulations and instructions in the manufacturer's safety data 
sheet. 

­ Remove leaking, used or excess hazardous substances carefully 
and in an environmentally friendly manner. 

­ Always dispose of hazardous substances in accordance with the 
locally applicable regulations, if necessary hire a specialist 
company. 
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Wrong spare parts   

 

WARNING!  

Risk of injury due to incorrect spare parts!  

Faulty spare parts can severely impair safety and cause damage, 
malfunctions or even total failure.  

­ As a matter of principle, only use original spare parts. 

 

11.2 Reliability  

The following conditions must be ensured on the part of the operator for the safe troubleshooting and troubleshooting of 

the device: 

¤ The device may only be repaired by instructed, competent laboratory personnel with special knowledge of the 
handling of the hazardous substances used. 

¤ All troubleshooting and troubleshooting activities on the device may only be carried out when the device is 
switched off and secured against reconnection. 

¤ The device may only be repaired by instructed, competent personnel with special knowledge of how to handle 
pipe fittings. 

 

11.3 Securing against re -switching  

Procedure  Before starting all cleaning, maintenance, repair, troubleshooting 
and troubleshooting work:  

1st Shut off the operator's media supply. 

2nd Relieve pressure on the device, evacuate residual media 

and flush with non-harmful medium. 

3. Turn off the device. 

4th De-energize the power supply (main switch in position "0") 

and secure it against reconnection. 

After completion of the work:  

5th Reinstall all safety equipment properly and check that it is 

functional. 

6th Ensure that there are no people at danger spots and in the 

entire danger area. 

7th Then release the main switch. 
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11.4 Troubleshooting measures  

The device works without problems with regular and proper maintenance. 

Necessary measures to eliminate defects or defects are described in the following fault table. 

 

No. Designation  Description  Measure  

1 Error Setpoint is not reached - inner diameter of 

the input line too small 

Use supply cable with a larger inner 

diameter 

2 Error Device not operational/black display - power 

supply not established 

Establishing a grid connection 

3 Error Device not ready for operation/display black 

- power supply not connected to dosing 

system 

Connect the power supply to the dosing 

system 

4 Error Device not ready for use/black display - 

fuses defective 

Changing Fuses 

5 Error Device not ready for use/display black - 

power supply defective 

Insert a new power supply 

6 Error No flow - 

Pump runs empty 

Check the fluid level 

7 Error No flow - 

Gas bubbles in the supply line or in the 

pump head 

Bleed at the bleed valve at set point 0% until 

the liquid is bubble-free 

8 Error No flow - 

Pump not active 

Check on: 

Power supply 

9 Error No flow - 

Dirty check valves 

Replace check valves  

Cleaning check valves  

10 Error No flow - 

Damaged pump piston 

Inform authorized dealers or manufacturers 

11 Error No flow - 

No Bronkhorst mass flow meter connected 

(Controlled Mode) 

Connecting the Mass Flow Meter 

12 Error No flow - 

No "Capacity" specified (Controlled Mode) 

Specify "Capacity" 

13 Error No flow - 

Vent valve open 

Close the vent valve 

14 Error Pressure fluctuations ï  

Gas bubbles in the supply line or in the 

pump head 

Bleed at the bleed valve at set point 0% until 

the liquid is bubble-free 

15 Error Pressure fluctuations ï  

Leakage 

Fix leaks by sealing. 

Replace defective components. 

16 Error Pressure fluctuations ï  

Dirty check valves 

Replace check valves  

Cleaning check valves 

17 Error Pressure fluctuations ï  

Leakage of the piston seal 

Inform authorized dealers or manufacturers 

18 Error Pressure fluctuations ï  

Immiscible liquid in the pump 

Replace check valves  

Cleaning check valves 
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19 Error No pressure ï  

Dirty check valves 

Replace check valves  

Cleaning check valves 

20 Error No pressure ï  

Leakage 

Fix leaks by sealing. 

Replace defective components. 

Tab. 82:Error list 

 

11.5 Measures after fault rectification  

Procedure  After the maintenance is complete, perform the following steps 
before powering on:  

1st Check all previously loosened screw connections for 

tightness. 

2nd Verify that all previously removed guards and covers are 

properly reinstalled. 

3rd Ensure that all tools, materials and other equipment used 

have been removed from the work area. 

4th Clean the work area and remove any leaked substances 

such as liquids, processing materials or the like. 

5th Ensure that all safety equipment of the system is working 

properly. 

6. Carry out leak testing. 
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11.6 Fault log  

The device works without problems when operated as intended, with regular and proper maintenance. 

If an error does occur, log the type and cause of the fault as well as the measures taken to rectify the fault in order to avoid 

repeated failure. 

 

¤ Use the following table as a template and copy it. 

¤ Send a copy of the fault log to the manufacturer for analysis. 

¤ Keep all fault logs safe for verification purposes. 

 

Maintenance Log No.: .....................................  Device No.: .................................................  

  

Date Type of disorder  Cause of the fault  Troubleshooting measures  
Name of the 
performer  

     

     

     

     

     

     

     

     

     

     

     

     

     

Tab. 83: Fault log 
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12 Dismantling and disposal  

After reaching the designed service life, the device must be dismantled and disposed of in an environmentally friendly 

manner. 

 

¤ In the planning and preparation phase of the dismantling work, involve the manufacturer of the device for the 
purpose of jointly creating a safe and optimal dismantling technology, taking into account the working conditions 
given by the operator! 

¤ For all dismantling work, observe the locally applicable occupational health and safety and accident prevention 
regulations at the place of work! 

¤ Observe locally applicable environmental and disposal regulations! 

 

Personal  ¤ Instructed expert personnel. 

  

Personal protective equipment  ¤ The following are generally responsible for all transport work: 

­ Protective work clothing 

­ Gloves 

­ Non-slip safety shoes 

12.1 Safety instructions for troubleshooting  

Improper disassembly   

 

WARNING!  

Risk of injury due to improper disassembly!  

Improper work during disassembly can lead to serious injuries.  

­ Dismantling work may only be carried out by qualified personnel 
authorised by the operator. 

­ Ensure sufficient assembly freedom before starting work. 

­ Always pay attention to order and cleanliness in the work area! 
Loose objects, components, workpieces and tools as well as 
cleaning equipment are sources of accidents. 

­ Be careful with sharp-edged components, corners and tips. 

­ When dismantling, always secure components so that they do not 
fall or fall over. 

­ Dismantle components properly and professionally in compliance 
with local labour and environmental protection regulations. 

­ If anything is unclear, contact the manufacturer. 
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Pressure pipes and components   

 

WARNING!  

Risk of injury to pressurized cables and components!  

If pressure pipes or components are damaged, gases or liquids 
can escape under high pressure and cause cuts or penetrate 
deep into the body.  

­ If leaks or damage to pressure pipes or components are detected, 
switch off the device immediately and secure it against 
reconnection. 

­ Work on pressure pipes and components may only be carried out 
by competent specialist personnel. 

­ Before starting work on pressure pipes and components, first 
depressurize the pressure system, relax the pressure 
accumulator and check the pressure system for freedom from 
pressure. 

­ Always comply with permissible pressure settings. 

  

Electric current   

 

DANGER!  

Danger to life due to electric current!  

Touching live parts will result in death. Damage to the insulation 
or individual components can be life -threatening.  

­ Switch off the electrical system before dismantling and secure it 
against reconnection. 

­ Keep moisture away from electrical components. 
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 Harmful liquids   

 

WARNING!  

Danger when using harmful liquids!  

Harmful liquids can cause personal injury if released.  

­ Various liquids can be used (irritant, corrosive, toxic, explosive, 
flammable and radioactive as well as others are possible).  

­ The safety data sheets of the hazardous substances used must 
be observed. 

­ Work such as assembly, maintenance and repair may only be 
carried out by competent specialist personnel with personal 
protective equipment and instruction in the handling of hazardous 
substances. 

­ Before starting maintenance, repairs or dismantling, all shut-off 
valves in the supply lines must be closed. The entire piping 
system, including media-carrying components, must then be 
depressurized, emptied and flushed in such a way that there are 
no more dangerous residues.  

­ In the event of leaks in media-carrying components and/or the 
entire piping system, avoid touching the liquid.  

­ In case of contact (skin, eyes or ingestion) with harmful liquids, 
check whether first aid and further immediate measures or further 
professional medical treatment is necessary. 

Hazardous goods   

 

WARNING!  

Risk of injury from hazardous substances!  

Hazardous substances contain harmful components and can lead 
to poisoning, chemical burns or skin irritation.  

­ Refer to the manufacturer's safety data sheet. 

­ Avoid spillage and fog. 

­ No eating, drinking, smoking at work. 

­ Avoid skin and eye contact. 

Hazardous goods   

 

ATTENTION! 

Environmental damage caused by incorrect treatment of 
hazardous substances!  

­ Incorrect or negligent handling of hazardous substances can lead 
to serious environmental damage. 

­ Always treat hazardous substances in accordance with the 
regulations and instructions in the manufacturer's safety data 
sheet. 

­ Remove leaking, used or excess hazardous substances carefully 
and in an environmentally friendly manner. 

­ Always dispose of hazardous substances in accordance with the 
locally applicable regulations, if necessary hire a specialist 
company. 
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12.2 Dismantling  

1st Switch off the device and secure it against being switched on again. 

2nd Physically disconnect the operator's power supply to the device, check that the device is free of voltage and 

pressure. 

3rd Discharge residual energy in all installed components, then disconnect the energy supply lines from the 

components. 

4th Remove operating and auxiliary materials as well as remaining processing materials and dispose of them in 

an environmentally friendly manner. 

5th Professionally clean assemblies and components and disassemble them in compliance with applicable 

local occupational health and safety regulations. 

 

12.3 Disposal  

Hazardous goods   

 

ATTENTION! 

Environmental damage due to incorrect disposal!  

Incorrect or negligent disposal can cause considerable 
environmental pollution.  

­ Have electronic waste, electronic components, operating 
materials and auxiliary materials disposed of by specialist 
companies. 

­ In the case of hazardous substances, observe the treatment and 
disposal instructions of the safety data sheets. 

­ If in doubt, ask the manufacturer or obtain information from the 
local municipal authorities or waste management companies on 
environmentally friendly disposal. 

 
If no take -back or disposal agreement has been made, dismantled components must be recycled:  

 

¤ Scrap metallic residues. 

¤ Give plastic parts for recycling. 

¤ Dispose of remaining components sorted according to material properties. 

 

  














