rJ FLUSYS WADose
LITE HP

S TU HT
WADose-LITE HP Standard Temperature Unit ‘ High Temperature
Flow range 0,001 to 2 ml/min (up to 400 bar)
(pressure range) 0,005 to 10 ml/min (up to 400 bar)

0,02 to 40 ml/min (up to 160 bar)
PEEK version: max. 30 ml/min
(based on H20 and 20 °C)

Nominal pressure (at 20 °C)
Stainless steel, Hastelloy-C: PN40OO
PEEK: PN350
Pressure sensor 0 to 400 barg (0,5% FS) Without
Fluid temperatur +10 °C to +50 °C -20 °C to +120 °C -20 °C to +200 °C
Ambient temperatur +10 °C to +40 °C
External setpoint 0 to 10 Vdc or 4 to 20 mA for RPM
Measure out 0 to 10 Vdc or 4 to 20 mA for pressure
Bronkhorst® - Interface Digital RS 232 for mini CORI-FLOW® / LIQUI-FLOW™ / EL-PRESS™
Manual operation Keyboard
Mechanical connections Inlet: 1/8" Clamp ring
Outlet: 1/16" Clamp ring
Weight 4,5kg
Controlled mode - Mass flow or pressure *
Modes . :
Simple mode - Volumetric flow
Venting unit Integrated, Front side operation Without
Materials (wetted parts)
Stainless steel version: Stainless steel, PEEK, Ruby, Sapphire, FFKM, PTFE/Graphite
Hastelloy-C version: Hastelloy-C, Kel-F®, Ruby, Sapphire, FFKM, PTFE/Graphite
PEEK version: PEEK, Ruby, Sapphire, FFKM, PTFE/Graphite
Housing Brushed stainless steel, glass
Power supply external power supply (included) 90 to 264 Vac/120 W
Intefaces 2x digital In: 24 Vdc

2x digital Out: 24 Vdc

RS232, RS485 (Modbus RTU), USB
analog In: 0 to 10 Vdc or 4 to 20 mA
analog Out: 0 to 10 Vdc or 4 to 20 mA

* Only with Bronkhorst® sensor
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Type code
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2 2ml/min  standard check valve SS  Stainless steel I 410 20 mA (Standard) S +10to+50°C C Compact
10 10ml/min  standard check valve PE PEEK u 0to 10 Vdc TU -20 to +120 °C
40 40 ml/min  standard check valve HT -20t0+200°C
2d  2ml/min  double check valve
10d 8ml/min  double check valve
40d 40 ml/min  double check valve
160 mm - 240 mm
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S 38,5 mm

HT/TU 76 mm
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FLUID CONTROL SYSTEMS

WADose LITE HP: stainless steel/Hastelloy-C, single check valve
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p-head: HP-40-SS/HC
a-head: HP-10-SS/HC
m-head: HP-2-SS/HC
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WADose LITE HP: stainless steel, double check valve
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p-head: HP-40d-SS
a-head: HP-10d-5S
m-head: HP-2d-SS
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WADose LITE HP: PEEK, single check valve
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p-head: HP-40-PE
a-head: HP-10-PE
m-head: HP-2-PE
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